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LightingMERKUR – German Technology

MERKUR®clients worldwide can rely on our 
vast experience. We offer authorised distribu-
tors competitive prices better allowing them to 
compete in the market. We also successfully 
cooperate with contractors who are bidding for 
public utility tenders.

MERKUR®is a reliable partner with a tradition 
of providing individually tailored products and 
solutions in accordance with customers’ needs. 
Contact us and we gladly assist you with more 
details about our products and services. Get in 
touch with us!

For over 100 years – since the time of Werner 
von Siemens – German Technology is renown 
for outstanding innovation and technical lea-
dership. MERKUR®Ueberseehandel GmbH is 
committed to this long tradition. 

Under MERKUR®German Technology we deve-
lop and produce warranted , durable high quali-
ty products in the following segments:

n  Electrotechnology
n  DUPROLUX®Lighting
n  Metering
n  Power Distribution
n  Climatisation
n  Renewable Energy
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              n  TX-24/24*2W-55W 	       		           n  TX-36/36*2W-80W

	  n  TX-6/6*2W-18W  	       		            n  TX-12/12*2W-28W

	            n  TX-3/2*2W-6W  	       		          n  TX-4/3*2W-10W
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Product Code TX-3/2*2W-6W TX-4/3*2W-10W TX-7/6*2W-18W

Size L120*W65*H128mm L180*W65*H128mm L298*W65*H128mm

LED Quantity 2PCS 3PCS 6PCS

LED Power 2*2W 3*2W 6*2W

Color single color single color/ DMX RGB single color/DMX RGB

Rated Power 6W 10W 18W

Cast Distance Max.34@400Lm@50lux Max.42@600Lm@50lux Max.60@1200Lm@50lux

Product Code TX-13/12*2W-28W; TX-25/24*2W-55W TX-3736*2W-80W

Size L540*W65*H128mm L380xW145xH153mm L538xW145xH153mm

LED Quantity 12PCS 24PCS 36PCS

Rated Power 28W 55W 80W

LED Power 12*2 24*2 36*2W

Cast Distance Max. 83m@2400Lm@50lux Max. 118m@4800Lm@50lux Max. 145m@7200Lm@50lux

Color single color DMX/RGB single color DMX/RGB single color DMX/RGB

Control Mode DMX512l

Lifetime 50.000H

Material extruded aluminium + tempered glass

Protection Grade IP67

Beam Angle 3.5°

LED Chip Cree

Working temperature -35°C-+40°C

Input Voltage AC110V/AC220-240V/DC24V
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	  n  TX-144/144*2W-320W  	       		            n  TX-216/216*2W-500W

	            n  TX-48/48*2W-110W  	       		          n  TX-72/72*2W-160W

Product Code TX-48/48*2W-110W; TX-72/72*2W-160W TX-144/144*2W-320W TX-216/216*2W-500W

Size L660xW145xH153mm L1080xW145xH153mm L1080xW350xH153mm L1080xW500xH153mm

LED Quantity 48PCS 72PCS 144PCS 216PCS

LED Power 48*2W 72*2W 144*2W 216*2W

Color single color/DMX RGB single color/ DMX RGB single color/DMX RGB single color/ DMX RGB

Rated Power 110W 160W 320W 500W

Cast Distance Max.166@9600Lm@50lux Max.204@14400Lm@50lux Max.288@28800Lm@50lux Max.355@43200Lm@50lux

Material extruded aluminium+tempered glass

LED Chip Cree

Color Single color/ DMX RGB

Input Voltage AC110V/AC220-240V/DC24V

Control Mode DMX512

Beam Angle 3.5°

Lifetime 50000H

Protection Grade IP67

working temp. -35°C-+40°C
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n  L998*W108*H79-63/63*2W 	      		          

 n  L600*W108*H79-35/35*2W  n  L998*W108*H79-63/63*2W  n  L1219*W108*H79-77/77*2W
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Product Code L600*W108*H79-35/35*2W L998*W108*H79-63/63*2W L1219*W108*H79-77/77*2W

Size L600*W108*H79mm L998*W108*H79mm L1219*W108*H79mm

LED Quantity 35PCS 63PCS 77PCS

LED Power 35*2W 63*2W 77*2W

Color single color/DMX RGB single color/ DMX RGB single color/DMX RGB

Material extruded aluminium+tempered glass

LED Chip Cree xlamp XP-G

Color Single color/ DMX RGB

Input Voltage AC48V/AC110V/220V/AC240V

P.F 85%

Control Mode DMX512

Beam Angle 10° 30° 60° 30*65°

Lifetime 50000H

Protection Grade IP67

working temp. -35°C-+40°C
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n  L996*W58*H72-24/24*2W	       		          

 n  L152*W58*H72-3/3*2W 		  n  L609*W58*H72-20/20*1W 

 n  L996*W58*H72-24/24*2W 		  n  L1219*W58*H72-
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Product Code L152*W58*H72-3/3*2W L609*W58*H72-20/20*1W L996*W58*H72-24/24*2W L1219*W58*H72-40/40*1W(2W)

Size L152*W58*H72mm L609*W58*H72mm L996*W58*H72mm L1219*W58*H72mm

LED Quantity 3PCS 20PCS 24PCS 40PCS

LED Power 3*2W 20*1W 24*2W 40*1W(2W)

Color single color/DMX RGB single color/ DMX RGB single color/DMX RGB single color/ DMX RGB

Material extruded aluminium+tempered glass

LED Chip Cree

Color Single color/ DMX RGB

Input Voltage AC110V/AC220-240V/DC24V

Control Mode DMX512

Beam Angle 3.5°

Lifetime 50000H

Protection Grade IP68

working temp. -35°C-+40°C
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n  L979*W46*H66-18/18*2W	       		          

 n  L600*W46*H66-11/11*1W(2W) n  L979*W46*H66-18/18*1W(2W) 
 n L1219*W46*H66-22/22*1W(2W)

http://www.merkur-hamburg.de


MERKUR  Wall washer

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Product Code L600*W46*H66-11/11*1W(2W) L979*W46*H66-18/18*1W(2W) L1219*W46*H66-22/22*1W(2W)

Size L600*W46*H66mm L979*W46*H66mm L1219*W46*H66mm

LED Quantity 11PCS 18PCS 22PCS

LED Power 11*1W(2W) 18*1W(2W) 22*1W(2W)

Rated Power 15W/27W 22W/45W 27W/55W

Color single color/DMX RGB single color/ DMX RGB single color/DMX RGB

Material extruded aluminium+tempered glass

LED Chip Cree xlamp XP-G

Color Single color/ DMX RGB

Input Voltage DC24V

P.F 85%

Control Mode DMX512

Beam Angle 10° 30° 60° 30*65°

Lifetime 50000H

Protection Grade IP68
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n  L996*W58*H72-24/24*2W      		          

 n  L996*W58*H72-24/24*1W 		  n  L996*W58*H72-24/24*2W
 n  L996*W58*H72-24/24*3W
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Product Code L996*W58*H72-24/24*1W L996*W58*H72-24/24*2W L996*W58*H72-24/24*3W

Size L996*W58*H72mm L996*W58*H72mm L996*W58*H72mm

LED Quantity 24PCS 24PCS 24PCS

LED Power 24*1W 24*2W 24*3W

Color single color/DMX RGB single color/ DMX RGB single color/DMX RGB

Material extruded aluminium+tempered glass

LED Chip Cree xlamp XP-G

Color Single color/ DMX RGB

Input Voltage AC48V/AC110V/220V/AC240V

P.F 85%

Control Mode DMX512

Beam Angle 10° 30° 60° 30*65°

Lifetime 50000H

Protection Grade IP68

working temp. -35°C-+40°C
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Luxary Wall Washer IP 68

n  Dimension: 500 x 41 x 56mm (LxWxH)

n  Rated power: 10W

n  Led Power: 9 x 1 W/led 

n  Color: 3 Red, 3 Green, 3 Blue; DMX RGB

n  LED Chip: CREE; LM/W: 140 LM/W

n  Stretched Aluminium 6063AL

n  Input Volt: DC24V; without driver

n  Control Mode: Constant Current / DMX 512

n  Beam Angle: 10 x 50°

n  IP Grade: IP 68

MERKUR Luxary Wall Washer IP 68
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Name L500*W41*H56-9W L500*W41*H56-9W/9*2.2W

LED Quantity 9PCS 9PCS

Rated Power 10W 20W

Led Chip Cree or Osram Cree or Osram

Color Single/RGB Single/RGB

Luminous Flux 870/497lm 1505/845lm

Input Voltage DC24V DC24V

Beam Angle 10°/25°/40°/60°/10x50° 10°/25°/40°/60°/10x50°

Control Mode CC/DMX512 CC/DMX512

Working Temperature ~35-50°C ~35-50°C

Working Humidity 10-90% 10-90%

Life >30000H >30000H

Protection Class IP67-68 IP67-68

Net Weight 1.8kg 1.8kg

Gross Weight 2.8kg 2.8kg

Packing Size (mm) 555x105x220mm 555x105x220mm
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Super Slim Wall Washer IP 68

n  Dimension: 1100 x 76 x 70mm (LxWxH)

n  Rated power: 27 x 1 W

n  LED Chip: CREE

n  Beam Angle 15°

n  Input Volt: DC 12 V

n  Bracket Adjustment Angle: 200°

n  Material and Accessories: Hi-pressure die-

cast Aluminiumn

n  Housing+Toughened Glass 3mm+S.S.304 

Screws+2 Mounting brackets

n  Lamp body color: Grey color

n  IP Grade: IP 68

MERKUR Super Slim Washer IP 68
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Name L1010*W76*H70-27W L690*W76*H70-18W L400*W76*H70-12W L370*W76*H70-9W

Dimension (LxWxH / mm) 1010 x 76 x 70 690 x 76 x 70 400 x 76 x 70 370 x 76 x 709

Material EXTRUDED AL.+Tempered glass+External screw: s.s.304

LED Quantity 27 Pcs 18 Pcs 12 Pcs 9 Pcs

LED Power 27 W 18 W 12 W 9 W

LED chip Cree or Edisonb

Colour Single/ DMX RGB/Self control RGB

Control Method DMX512/CC

Input Voltage DC 24 V, AC 100-240 V

Beam Angle 15°/40°/60°/15°*50° or Non-optic lens 120°

Bracket Adjustable Adjustable 200°

Protection Class IP67 OR IP68

Net Weight 2.6 kg 2.0 kg 1.5 kg 1.0 kg

http://www.merkur-hamburg.de


Split Single-Phase Split Prepaid Electricity Meter
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MERKUR Super Slim Washer IP 68
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Window Washer LED fixture

n  Dimension: 183 x 61 x 55 mm (LxWxH)

n  Rated power: 2  x 3 W

n  LED Chip: CREE

n  Beam Angle 8.2°

n  Input Volt: AC 90-264 V

n  Light Color: WW 3000K, NW 4000K, 
     CN 6000K any single color

n  Die-cast Al.+Tempered glass+s.s.304 

     external screw Screws+2 Mounting brackets

n  Lamp body color: Grey color

n  IP Grade: IP 65

n  Control Gear: Built-in control driver

n  Lens: special optical lens

http://www.merkur-hamburg.de


Split Single-Phase Split Prepaid Electricity MeterMERKUR Window Washer IP 65
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Name XEX-2/2*3W

Dimension (LxWxH / mm) 183 x 61 x 55

Material Die-cast Al.+Tempered glass+S.S.304 screws

LED Quantity 2 Pcs

LED Power 2 x 3 W

LED chip Cree

Colour WW3000K/NW4000K/CW6000K

Surface Finish Light grey, powder coating

Input Voltage AC 85 - 265 V

Beam Angle 8 °

Max. Temp. resistant 180°

Protection Class IP 65

Net Weight 0.6 kg

http://www.merkur-hamburg.de
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 n  L370*W76*H70-9W	     n  L400*W76*H70-12W	   
 n  L690*W76*H70-18W    n  L1010*W76*H70-27W

Product Code L1010*W76*H70-27W L690*W76*H70-18W L400*W76*H70-12W L370*W76*H70-9W

Size L1010mm*W76mm
*H70mm

v L690mm*W76mm
*H70mm

L400mm*W76mm
*H70mm

L370mm*W76mm
*H70mm

Material EXTRUDED AL.+Tempered glass+External screw: s.s.304

LED Quantity 27PCS 18PCS 12PCS 9PCS

LED Power 27W 18W 12W 9W

LED Chip Cree or Edison

Color Single/DMX RGB/Self control RGB

Control Method DMX512/CC

Input Voltage DC24V,AC100-240V

Beam Angle 15°/40°/60°/15°*50° or Non-optic lens 120°

Bracket 
Adjustable Adjustable 200°

Protection Grade IP67 or IP68
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 n  L1200*W76*H70-36W	 n  L1500*W76*H70-42W	 n  L1800*W76*H70-52W

Product Code L1200*W76*H70-36W L1500*W76*H70-42Wv L1800*W76*H70-52W

Size L1200*W76*H70mm L1500*W76*H70mm L1800*W76*H70mm

Material EXTRUDED AL.+Tempered glass

LED Quantity 36PCS 42PCS 52PCS

LED Power 36W 42W 52W

LED Chip Cree or Edison

Color Single/RGB

Control Method DMX512/CC

Input Voltage DC24V,AC100-240V

Beam Angle 15°/40°/60°/15°*50° or Non-optic lens 120°

Bracket 
Adjustable Adjustable 200°

Accessories External screw: s.s.304

Protection Grade IP67 or IP68

http://www.merkur-hamburg.de
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 n  L1010*W34.6*H52-90*0.06W	 n  L690*W34.6*H52-60*0.06W	 n  L370*W34.6*H52-30*0.06W

Product Code L1010*W34.6*H52-90*0.06W L690*W34.6*H52-60*0.06W L370*W34.6*H52-30*0.06W

Size L1010mm*W34.6mm*H52mm L690mm*W34.6mm*H52mm L370mm*W34.6mm*H52mm

Material EXTRUDED AL.+Tempered glass

LED Type SMD

LED Quantity 90PCS 60PCS 30PCS

LED Power 5.4W 3.6W 1.8W

LED Chip Edison

Color Single/RGB

Control Method DMX512/Constant current

Input Voltage DC24V,AC100-240V

Beam Angle 120°

Bracket Adjustable Rotable 200°

Accessories External screw: s.s.304

Protection Grade IP67 or IP68
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 n  L1010*W63.5*H61-180*0.06W	  n  L690*W63.5*H61-120*0.06W	 n  L370*W63.5*H61-60*0.06W

Product Code L1010*W63.5*H61-180*0.06W L690*W63.5*H61-120*0.06W L370*W63.5*H61-60*0.06W

Size L1010mm*W63.5mm*H61mm L690mm*W63.5mm*H61mm L370mm*W63.5mm*H61mm

Material EXTRUDED AL.+Tempered glass

LED Type SMD

LED Quantity 180PCS 120PCS 60PCS

LED Power 10.8W 7.2W 3.6W

LED Chip Edison/ SMD

Color Single/RGB

Control Method DMX512/Constant current

Input Voltage DC24V,AC100-240V

Beam Angle 120°

Bracket Adjustable Rotable 200°

Accessories External screw: s.s.304

Protection Grade IP67 or IP68
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 n  WW1-3IN1-6P		  n  WW1-3IN1-12P		 n  WW1-3IN1-18P

Product Code WW1-3IN1-6P WW1-3IN1-12P WW1-3IN1-18P

Size L370*W76*H70mm L690*W76*H70mm L1010*W76*H70mm

Material Extruded aluminium+die-cast aluminium end cap+3mm tempered glass diffuser+S.S.304 screw

LED Type SMD

LED Quantity 6PCS 12PCS 18PCS

LED Power 6*3W 12*3W 18*3W

LED Chip Edison

Color Single/RGB

Control Method DMX RGB 3 in 1 or self control RGB

Input Voltage AC110V/AC240V/DC24V

Beam Angle 30°/40°/60°/45°*90°

Bracket Adjustable Rotable 200°

Working Temperature -20°C˜+40°C

Protection Grade IP67 
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 n  WW1-3IN1-21P	 n  WW1-3IN1-24P		 n  WW1-3IN1-35P

Product Code WW1-3IN1-21P WW1-3IN1-24P WW1-3IN1-35P

Size L1200*W76*H70mm L1500*W76*H70mm L1800*W76*H70mm

Material Extruded aluminium+die-cast aluminium end cap+3mm tempered glass diffuser+S.S.304 screw

LED Type SMD

LED Quantity 21PCS 24PCS 35PCS

LED Power 21*3W 24*3W 35*3W

LED Chip Edison

Color DMX RGB 3 in 1 or self control RGB

Control Method DMX512

Input Voltage DC24V

Beam Angle 30°/40°/60°/45°*90°

Bracket Adjustable Rotable 200°

Working Temperature -20°C˜+40°C

Protection Grade IP67 
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Product Code WW1-4IN1-6P WW1-4IN1-12P WW1-4IN1-18P

Size L300*W75*H70mm(118mm) L480*W75*H70mm(118mm) L690*W75*H70mm(118mm)

Material Extruded aluminium+die-cast aluminium end cap+3mm tempered glass diffuser+S.S.304 screw

LED Type SMD

LED Quantity 6PCS 12PCS 18CS

LED Power 6*4W(4 in 1 RGBW or RGBA) 12*4W(4 in 1 RGBW or RGBA) 18*4W(4 in 1 RGBW or RGBA)

LED Chip Cree

Color DMX RGBW or RGBA

Control Method DMX512

Input Voltage DC24V

Beam Angle 30°/40°/60°/40°*55°

Working Temperature -20°C˜+40°C

Protection Grade IP67 
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 n  WW1-34IN1-6P	 n  WW1-4IN1-12P		 n  WW1-4IN1-18P
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 n  WW1-4IN1-24P	 n  WW1-4IN1-30P		 n  WW1-4IN1-36P

Product Code WW1-4IN1-24P WW1-4IN1-30P WW1-4IN1-36P

Size L910*W75*H70mm(118mm) L1120*W75*H70mm(118mm) L1330*W75*H70mm(118mm)

Material Extruded aluminium+die-cast aluminium end cap+3mm tempered glass diffuser+S.S.304 screw

LED Type SMD

LED Quantity 24PCS 30PCS 36CS

LED Power 24*4W(4 in 1 RGBW or RGBA) 30*4W(4 in 1 RGBW or RGBA) 36*4W(4 in 1 RGBW or RGBA)

LED Chip Cree

Color DMX RGBW or RGBA

Control Method DMX512

Input Voltage DC24V

Beam Angle 30°/40°/60°/40°*55°

Working Temperature -20°C˜+40°C

Protection Grade IP67 
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MERKUR  Wall washer

LIGHTING

®DUPROLUX

MERKUR  Wall washer

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  5in1-4P	 n  5in1-15P		  n  5in1-24P

Product Code 5in1-4P 5in1-15P 5in1-24P

Size L400mm*W70mm*H129mm L1000mm*W70mm*H129mm L1200mm*W70mm*H129mm

Material Extruded aluminium+die-cast aluminium end cap+3mm tempered glass diffuser+S.S.304 screw

LED Type SMD

LED Quantity 20PCS 75PCS 120CS

LED Power  20*1W(5 in 1 RGB+White+Amber or RGB+WW+CW)

LED Chip Edison or Cree

Color DMX RGBWA or RGB+WW+CW

Control Method DMX512/CC @350mA

Input Voltage DC24V

Beam Angle 15°/20° /30°

Working Temperature -20°C˜+40°C

Protection Grade IP67 

Bracket Adjustable 200°
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MERKUR  Wall washer
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 n  L334*W150*H172mm-36W-DMX		 n  L636*W150*H172mm-72W-DMX
 n  L950*W150*H172-108W-DMX;		  n  L1240*W150*H172-144W-DMX

Product Code L334*W150*H172mm-36W-DMX L636*W150*H172mm-72W-DMX

LED Quantity 36PCS 72PCS

Rated Power 45W 90W

LED Chip Edison

Color Single/RGB

Input Voltage AC120V/AC240V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67 

Product Code L950*W150*H172-108W-DMX L1240*W150*H172-144W-DMX

LED Quantity 108PCS 144PCS

Rated Power 138W 180W

LED Chip Edison 

Color Single/RGB

Input Voltage AC120V/AC240V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67 
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 n  L440*W78*H120-12W-DMX	 n  LL580*W78*H120-18W-DMX	 n  L840*W78*H120-24W-DMX;	
 n  L1120*W78*H120-36W-DMX	 n  L1500*W78*H120-54W-DMX

Product Code L440*W78*H120-12W-DMX L580*W78*H120-18W-DMX

LED Quantity 12PCS 18PCS

Rated Power 16W 22W

LED Chip Edison/Cree

Color Single/RGB

Input Voltage AC100V/AC240V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67 

Material Aluminium+tempered glass

Product Code L840*W78*H120-24W-DMX L1120*W78*H120-36W-DMX L1500*W78*H120-54W-DMX

LED Quantity 24PCS 36PCS 54PCS

Rated Power 28W 45W 60W

LED Chip Edison/Cree

Color Single/RGB

Input Voltage AC100V/AC240V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67 

Material Aluminium+tempered glass
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 n  L333*W147*H210MM-36W-DMX	

Product Code L333*W147*H210MM-36W-DMX

LED Quantity 36PCS

Rated Power 45W

LED Chip Edison/Cree

Color Single/RGB

Input Voltage AC100V/AC265V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67 

Product Code D170*H181-18W-
DMX

D210*H194-36W-
DMX

LED Quantity 18PCS 36PCS

Rated Power 23W 55W

LED Chip Edison/Cree

Color Single/RGB

Input Voltage AC100-265V

Beam Angle 10°/15°/20° /30°/45°/50°/60°

Protection Grade IP67-68 

 n  D170*H181-18W-DMX	 n  D210*H194-36W-DMX
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 n  L1000*W150*H174mm-72W          n  L1200*W150*H174mm-96W     n  LL1500*W150*H174mm-108W

 n  L1800*W150*H174mm-144W        n  L1800*W150*H174mm-288W

Product Code L1000*W150*H174mm-72W L1200*W150*H174mm-96W L1500*W150*H174mm-108W

Size L1000*W150*H174mm L1200*W150*H174mm L1500*W150*H174mm

LED Quantity 72PCS 96PCS 108PCS

LED Power 72*1W 96*1W 108*1W

System Power 80W 108W 130W

Product Code L1800*W150*H174mm-144W L1800*W150*H174mm-288W

Size L1800*W150*H174mm L1800*W150*H174mm

LED Quantity 144PCS 144PCS

Rated Power 144*1W 144*1W

System Power 162W 320W

Product Code All

Voltage(v/Hz) DC24V/AC110V/AC240V

LED Source Cree or Edison or Epistar

Output Current(mA) 350mA

Conversion efficiency ≥85%

Power Factor 0.9

Luminous Efficiency(lm/w) ≥ 90lm/W

Beam Angle 5°/10°/15°/30°/50°/60°/10*50°/10*60°/10*80°

Illuminace(lx) 100 lx (1 meter)

3000h Lumen maintenance 92% of initial lumen

Color temperature/K Single RGB RGBW

Control Constant Current/DMX512 RGB

CRI (Ra>) Ra≥75

Lifetime 50000Hrs

Radiator Stretched aluminium

Working Environment (-) 20~50°C/10%~90% R.H

IP Grade IP67 or IP68
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 n  L440*W78*H120-12W	 n  L580*W78*H120-18W	 n  L840*W78*H120-24W	  n  L1120*W78*H120-36W	

 n  L1240*W78*H120-36W	 n  L1500*W78*H120-54W	 n  LL1800*W78*H120-66W-Single Line

Product Code L440*W78*H120-12W 580*W78*H120-18W L840*W78*H120-24W L1120*W78*H120-36W

Size L440*W78*H120mm L580*W78*H120mm L840*W78*H120mm L1120*W78*H120mm

LED Quantity 12PCS 18PCS 24PCS 36PCS

LED Power 12*1W 18*1W 24*1W 36*1W

System Power 16W 22W 28W 45W

Product Code L1240*W78*H120-36W L1500*W78*H120-54W L1800*W78*H120-66W

Size L1240*W78*H120mm L1500*W78*H120mm L1800*W78*H120mm

LED Quantity 36PCS 54PCS 66PCS

Rated Power 36*1W 54*1W 66*1W

System Power 45W 60W 72W

Product Code All

Voltage(v/Hz) DC24V/AC110V/AC240V

LED Source Cree or Edison or Epistar

Output Current(mA) 350mA

Conversion efficiency ≥85%

Power Factor 0.9

Luminous Efficiency(lm/w) ≥ 90lm/W

Beam Angle 10° /15°/20°/30°/45°/50°/60°

Illuminace(lx) 100 lx (1 meter)

Color temperature/K Single RGB

Control Constant Current/DMX512

CRI (Ra>) Ra≥75

Lifetime 50000Hrs

Radiator Extruded aluminium

Working Environment (-) 20~50°C/10%~90% R.H

IP Grade IP67 or IP68

Water Proof Test IP67 Immersed inside water (less than 1 M in depth) for 12 
hours;IP68 Immersed inside water (less than 1 M in depth) for 7 days
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Name LED Quantitiy Voltage/V

Product Code QY-12B QY-24C

LED Quantity 3PCS 3PCS

Rated Power 4.2W 8.1W

LED Chip EPISTAR EPISTAR

Color Single/RGB Single/RGB

Control Method DMX512 DMX512

Input Voltage DC24V DC24V

Beam Angle 120° 120°

Light intensity Mixed white:30cd Mixed 
white:30cd

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 30000H 30000H

Protection Grade IP66 IP66

MERKUR  Wall Light - Pixel Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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Specification

Product Code QY-12C QY-12D QY-18

LED Quantity 12PCS SMD5050 3 in 1 12PCS SMD5050 3 in 1 18PCS SMD5050 3 in 1

Rated Power 3W 3W 5W

LED Chip EPISTAR EPISTAR EPISTAR

Color Single/RGB Single/RGB Single/RGB

Control Method DMX512 or TTL DMX512 or TTL DMX512 or TTL

Input Voltage DC24V DC24V DC24V

Light intensity Mixed white:30cd Mixed white:30cd Mixed white 30cd

Working Temperature ~25-50°C ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90% 10-90%

Life 30000H 30000H 30000

Protection Grade IP66 IP66 IP66

LIGHTING
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MERKUR Wall Light - Pixel Light

n  QY-12C                                  n  QY-12D                                       n  QY-18

http://www.merkur-hamburg.de


Specification

Product Code QY-4*1W / QY4*2W QY-24C

LED Quantity Red/Green/Blue/White/Amber 1PCS*per 
color

Red/Green/Blue/White/Amber 1PCS*per 
color

Rated Power 4*1 or 4*2W 5*2W

LED Chip Cree Xlamp XP-E, XB-D Cree Xlamp XP-E, XB-D

Color Single/RGB Single/RGB

Control Method DMX512 or TTL DMX512 or TTL

Beam Angle 10° 30° 60° 10° 30° 60°

Input Voltage DC24V DC24V

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 30000H 30000H

Protection Grade IP66 IP66

Qty/Ctn 24PCS/Ctn 12PCS/Ctn

LIGHTING
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MERKUR Wall Light - Pixel Light

n  QY-12C                                                                              n  QY-18
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Specification

Product Code QY-5 QY-15 QY-24

LED Quantity 5PCS 15PCS 24PCS

Rated Power 1W 4W 6W

Luminous Flux 82/76/63 lm 263/240/199 lm 396/360/299 lm

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 120° 120° 120°

Control Mode DMX512/Concatenation DMX512/Concatenation DMX512/Concatenation

Working Temperature ~25-50°C ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90% 10-90%

Life 30000H 30000H 30000

Protection Grade IP66 IP66 IP66

LIGHTING
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MERKUR Wall Light - Pixel Light

n  QY-12C                                  n  QY-12D                                       n  QY-18
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Specification

Product Code QY-12

Rated Power 2.4

Lumen (lm) 230

LED Power 12*0.2W

Size Φ115*69MM

LED Chip EPISTAR

Color Single/RGB

Input Voltage DC24V

Working Temperature ~25-50°C

Working Humidity 10-90%

Life 30000H

Protection Grade IP67

n  QY-12
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Specification

Product Code QY-2 QY-4

LED Quantity 2PCS 4PCS

Wattage 6.8W 12.5W

Input Current Max 0.1A Max 0.1A

Luminous Flux 135 lm 278 lm

Input Voltage AC100-240V AC100-240V

Frequency Range 50-60Hz 50-60Hz

Beam Angle 10° 80° 10° 80°

Input Voltage DC24V DC24V

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life >30000H >30000H

Protection Grade IP67 IP67

Qty/Ctn 24PCS/Ctn 12PCS/Ctn
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MERKUR Wall Light - Pixel Light

n  QY-12C                                                                              n  QY-18

http://www.merkur-hamburg.de


Product Code XM5-1*5W XM5-2*5W

LED Quantity 1PC 2PCS

LED Power 1.5W 2*5W

Color white white

Input Voltage AC220V AC220V

Protection Grade IP65 IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM5-1*5W                                                                     n  XM5-2*5W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

	   Average beam angle (50%): 31.8 DEG		                     Height    Eavg.Emax   Angle: 31.61 deg    Diameter
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Product Code XM6-2*1W XM6-1*3W

LED Quantity 1PC 1PC

LED Power 1*10W 1*3W

LED Chip Edison Edison

Color white white

Input Voltage AC220V AC220V

Protection Grade IP65 IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM6-2*1W  /  n  XM6-1*3W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       Average beam angle (50%): 191.7 DEG                   Average beam angle (50%): 10.2 DEG                 Height    Eavg.Emax   Angle: 10.10 deg    Diameter

n  XM6-2*1W                                           n  XM6-1*3W
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Product Code XM7-1*10W

LED Quantity 1PC

LED Power 1*10W

Color white

Led Chip Edison/Cree

Input Voltage AC220V

Protection Grade IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM7-1*10W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

	          Average beam angle (50%): 62.7 DEG		                        Height    Eavg.Emax   Angle: 62.61 deg    Diameter

n  Installation
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Product Code XM7-5*1W XM7-5*3W

LED Quantity 5PCS 5PCS

LED Power 5*1W 5*3W

LED Chip Edison Edison

Color white white

Input Voltage AC220V AC220V

Protection Grade IP65 IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM7-5*1W /  n  XM7-5*3W
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MERKUR Wall Light - Pixel Light

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       Average beam angle (50%): 94.2 DEG                      		              Height   Eavg.Emax   Angle: 88.08 deg   Diameter

n  XM7-5*1W

n  XM7-5*3W 

       Average beam angle (50%): 97.3 DEG
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Product Code XM8-6*1W XM8-12*1W

LED Quantity 6PCS 12PCS

LED Power 6*1W 12*1W

LED Chip Edison Edison

Beam Angle 15° 45° 60° 15° 45° 60°

Color white white

Input Voltage AC220V AC220V

Protection Grade IP65 IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM8-6*1W  /  n  XM8-12*1W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       	     Average beam angle (50%): 23.1 DEG                  	               Height    Eavg.Emax   Angle: 22.77 deg    Diameter

n  XM8-12*1W
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Product Code XM9-3*1W XM9-3*2W XM9-3*3W

LED Quantity 3PCS 3PCS 3PCS

LED Power 3*1W 3*2W 3*3W

LED Chip Edison Edison Edison

Beam Angle 40° 40° 40°

Color white white white

Input Voltage AC220V AC220V AC220V

Protection Grade IP65 IP65 IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

 n  XM9-3*1W /  n  XM9-3*2W / n  XM9-3*3 
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MERKUR Wall Light - Pixel Light

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       Average beam angle (50%): 22.3 DEG                      		              Height   Eavg.Emax   Angle: 13.58 deg   Diameter

n  XM9-3*1W

n  XM9-3*3W 

       Average beam angle (50%): 14.4 DEG					      Height   Eavg,Emax   Angle:11,89 deg   Diameter
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Product Code XM10-24*0.2W

LED Quantity 24PCS

LED Power 24*0.2W

LED Chip Edison

Beam Angle 15° 45° 60°

Color white

Input Voltage AC220V

Protection Grade IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM10-24*0.2W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       	     Average beam angle (50%): 75.4 DEG
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Product Code XM11-24*0.2W

LED Power 24*0.2W

LED Chip Edison

Color white

Input Voltage AC220V

Protection Grade IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM11-24*0.2W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       	     Average beam angle (50%): 120.9 DEG			                   Height   Eavg,Emax   Angle:119.95 deg    Diameter
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Product Code XM12-3W

LED Power 3W

LED Chip Edison

Color white

Input Voltage AC220V

Protection Grade IP65

LIGHTING
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MERKUR Wall Light - Pixel Light

n  XM12-3W

n  Note: The curves indicate the illuminated area and the average illumination when the luminaire is
     at differnt distance

       	        Average beam angle (50%): 74.6 DEG
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MERKUR Wall Light - Pixel Light

 n  XM5-2/1*26W_COB		    n  XM5-3/2*26W_COB
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Product Code XM5-2/1*26W_COB XM5-3/2*26W_COB

Light Direction Up or down light Up and down light

Chip Cree COB Xlamp CXA 2520 Q2 2500lm @ 700mA

LED color option white: 3000k or 5000k

LED Quantity 1 pc COB

Rated Power 28W 58W

Beam Angle option 36°

Luminous Flux 360lm 1650lm

Input Voltage AC110V or AC240V

Working Temperature ~35-50°C

Working Humidity 10-90%

PF >0.9

CRI >80

Life >5000H

Size Ø150(210)*280MM Ø150(210)*350MM

Body Paint color matt black or matt silver grey

Material die cast Al.+Anodized Al. reflector + 4mm tempered glass + s.s304 plate

Driver Constant 700mA led driver

LIGHTING
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Product Code Lamp availiable Applications Pictures

XT2· 1·A

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

IP65

XT2-1B

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT2-1C

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT2-1D

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 2 PCS
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT2-1E

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT2-2A

Voltage 1: 240V /120V
GU10 Halogen: max. 35W

GU10 CFL: max. 13W
GU10 HP: max.10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: Two ways up and down

Light source: 2 PCS
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

LIGHTING
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Product 
Code Lamp availiable Applications Pictures

XT2-2-C

Voltage 1: 240V /120V
GU10 Halogen: max. 2* 35W

GU10 CFL: max. 2*13W
GU10 HP: max. 2*10W

Voltage 2: DC12V
MR16 Halogen: max. 2*20W

MR16 HP: max. 2*10W

Lamp holder: GU10 or GX5.3
Light Direction: two way left and right

Light source: 2 PCS
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

IP65

XT3-1-A

Voltage 1: 240V /120V
GU10 Halogen: max. 2*35W

GU10 CFL: max. 1*13W
GU10 HP: max. 1*10W

Lamp holder: GU10 or GX5.3
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT3-2-A

Voltage 1: 240V /120V
GU10 Halogen: max. 2*35W

GU10 CFL: max. 2*13W
GU10 HP: max. 2*10W

Voltage 2: DC12V
MR16 Halogen: max. 20W

MR16 HP: max. 10W

Lamp holder: GU10 or GX5.3
Light Direction: two way up and down

Light source: 2 PCS
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT4-1-A

Voltage 1: 240V /120V
G9 Halogen: max. 20W

G9 12*SMD; max. 2.4W

Voltage 2: DC12V
G4 LED: 2.4W

JC Halogen lamp max 20W

Lamp holder: G9; G4LED
Light Direction: One way up or down

Light source: 1PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT4-1-B

Voltage 1: 240V /120V
G9 Halogen: max. 20W
G9 12*SMD; max 2.4W

Voltage 2: DC12V
G4 LED 2.4W

JC Halogen lamp max. 20W

Lamp holder: G9; G4LED
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT4-1-C

Voltage 1: 240V /120V
12 SMD

Voltage 2: DC12V
SMD: 12PCS; 2.4W

JC halogen lamp max. 20W

Lamp holder: G9 LED; G4LED
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP65

XT4-1-D SMD LED

Lamp holder: SMD LED
Light Direction: One way up or down

Light source: 1 PC; 0.84W
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP54
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Product 
Code Lamp availiable Applications Pictures

XT4-1-E SMD LED

Lamp holder: SMD LED
Watt: 0.84W

Light Direction: one way: up or down
Light source: 1*14 SMD

1. Body Material: die-casting al., plastic housing,
optinal: stainless Steel, solid copper, aluminum

2. Tempered glass diffuser
3. Color option: black, brown, grey, gold, 

titanium, casting al. anodised;
4. IP54; AC220V or AC110V

XT5-1-A
Voltage 2: DC12V

G4; halogen lamp max 
20W

Lamp holder: G4LED
Light Direction: One way up or down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP54

XT5-1-B
240V/120V; GU10;

GU10 Halogen Max. 35W
GU LED Max. 5W

Lamp holder: G4LED
Light Direction: One way up and down

Light source: 1 PC
1. Body Material: die-casting al.

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

3. Color option: black, brown, grey, gold, 
titanium, casting al. anodised;

4. IP54

XT6-1-A

Input:240v/120V
E27: Halogen max.60w

E27: CFL, max. 13w
E27: HP; Max.10w

LED:80PCS or SMD; 
max. 6.5w

Lamp holder: E27; SMD; LED
1. Body: die-cast aluminum

Material: Front plate: optinal: stainless Steel, 
solid copper 

2. Frosted tempered glass 
3. Color option: black, brown, grey, gold, 

titanium, casting al. anodised
Light source: E27 CFL or LED; Halogen; SMD 

LED
4. IP65

LIGHTING
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Product 
Code Lamp availiable Applications Pictures

XT6-1-B

Input:240V/120V
e27: Halogen, Max 60w

E27 CFL, max. 13w
E27: HP; max 10w

LED: 80PCS or SMD, 
max.6.5w

Lamp holder: E27; SMD; LED
Light source: E27 CFL or LED, Halogen; SMD 

LED
1. Body: die cast aluminium Material: Front 

plate: S.s.316 or S.S. 304
optinal: stainless Steel, solid copper, aluminum

2. Frosted tempered glass
3.IP54

EMS-1-A

Voltage 1: 240V /120V
GU10 Halogen: max. 2*35W

GU10 CFL: max. 1*13W
GU10 HP: max. 1*10W

Lamp holder: GU10 or GX5.3
Light source: GU10 or GX5.3 (MR16), Halogen 

or CFL or LED

1. Body Material: marine grade
optinal: stainless Steel, solid copper, aluminum

2. Tempered glass diffuser
4. Ceiling Light

5. IP54

EMS-1-B

Voltage 1: 240V /120V
GU10 Halogen: max. 2*35W

GU10 CFL: max. 1*13W
GU10 HP: max. 1*10W

Lamp holder: GU10 or GX5.3
Light source: GU10 or GX5.3(MR16), Halogen 

or CFL or LED
1. Body Material: marine grade 

optinal: stainless Steel, solid copper, aluminum
2. Tempered glass diffuser

4. IP54

XT7-1-A High Power LED 1W or 3W

Lamp Holder: LED High Power 
Wattage:1W or 3W

1. Anodized Al. body
2. Body color option: Anodized color, gold 

anodized, brown, titanium, black
3. silicon rubber gasket

Application: hotel indoor wall light

LIGHTING
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  n  CM5-L1000-96*0.1W  	       
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Product Code CM5-M-2111-96*0.1W

Size L1000*W34*H94mm(customized length available)

LED Quantity 96PCS SMD3014

LED Power 12W

Consumption Power 15W

LED Chip Epistar

LED Color Single/DMX RGB

Input Voltage AC100-240V or DC24V

CRI >=80

Lumen Efficiency 80lm/w

Beam Angle 120°

Control CC (Constant Current)

Signal Output NO

Dimmable Compatible with Remote Dimmable Driver 0-10V,1-10V, PWM, Dali, DMX

Working Temperature ~20-40°C

Material Al+Special Toughened glue.

Housing Color Al.silver

Anti-corrosion Anodized Al.+Polishing

Application Underwater or Underground

Lens Special rigid glue

Housing IP IP68

Protection Grade IP68; 2M in depth

Max. loading length Input: 240V: 72M; 120V :36M; DC24V: 8M

Max. loading weight (static) 4000kg

Driven by Car (20km/h) YES (Total weight for car: 4000kg)

MERKUR  Inground Light
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n  CM8-19/18*1W  3128K  	       

n  CM8-13/12*1W; CM8-13/12*3W    n  CM8-19/18*1W; CM8-19/18*3W

n  CM8-25/24*1W; CM8-25/24*3W
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Product Code CM8-13/12*1W; CM8-13/12*3W CM8-19/18*1W; CM8-19/18*3W CM8-25/24*1W; CM8-25/24*3W

Size L660*W91.4*H153mm L960*91.4*153mm L1284mm*W121.4mm*H153mm

Input Voltage AC85-265V/DC24V

LED Quantity 12PCS 18PCS 24PCS

Power 12*1W/12*3W 18*1W/18*3W 24*1W/24*2.5W

Color Single Color/RGB

Working Temperature -20°C~+40°C

Control Method Constant Current/DMX512/Dali Control

Dimmable Option: 0-10V dimmable; OR Dali Dimmable

Material ADC12 high pressure die-cast aluminum housing+ extrused aluminum+S.S304 front Plate+Tempered glass 
12mm in thickness+S.S304 external screw.

Protection Grade IP65 IP65 IP65

Beam Angle 15°/25° /45°/60° /Polarized Beam Angle Option 15° tilt

LED Chip Edison/Cree

Control Gear Integral control driver

LM/W Edison: 85LM/W Cree: 110lm/w

MERKUR  Inground Light

LIGHTING
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Power A B C cut out

14W 648mm 614mm 153mm L648*W144xH153mm

21W 948mm 914mm 153mm L948xW144xH153mm

28W 1248mm 1214mm 153mm L948xW144xH153mm

MERKUR  Inground Light

LIGHTING
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n  CM8-31/30*2W   n  CM8-37/36*1W  

CM8-31/30*2W CM8-37/36*1W

Size L1284mm*W121.4mm*H153mm L1284mm*W121.4mm*H153mm

Input Voltage AC85-265V/DC24V

LED Quantity 30PCS 36PCS

Power 30*1W 36*1W

Color Single Color/RGB

LM/W Edison: 85lm/w Cree: 110lm/w

Working Temperature -20°C~+40°C

Material ADC12 high pressure die-cast aluminum housing+ extrused aluminum+S.S304 front Plate+Tempered glass 
12mm in thickness+S.S304 external screw.

Dimmable Option: 0-10V;1-10v dimmable; OR Dali Dimmable

Control Method Constant Current/DMX512/Dali Control

Control Gear Integral control driver

Protection Grade IP67

LED Chip Edison/Cree

Beam Angle 15°/25° /45°/60° /Polarized Beam Angle Option 15° tilt
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Model VH6-B-2/1*1W VH6-B-2/1*3W

LED Power 1*1W 1*3W

LED Quantity 1PC 3PCS

Color Single Single

Chip Edison/Cree Edison/Cree

Voltage AC240V/AC110V AC240V/AC110V

Material 304 Stainless Steel+Aluminium Housing+8mm frosted glass

Beam Angle 120° 120°

Size D73xH38mm D73xH38mm

Lifespan 50.000Hrs 50.000Hrs

Protection Grade IP68 IP68

MERKUR  Inground Light

LIGHTING
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n  VH6-B-2/1*1W    n  VH6-B-2/1*3W

         n  Average beam angle(50%): 85.4 DEG 	   n  Height  Eavg,Emax  Angle:84.27deg  Diameter

n  Note:The Curves indicate the illuminated area and the average illumina on when the luminaire is at
    different distance.
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Model VH6-2/1*1W VH6-2/1*3W

LED Power 1*1W 1*3W

LED Quantity 1PC 1PC

Color Single Single

Chip Edison Edison

Voltage DC12V DC12V

Material 304 Stainless Steel+Aluminium Housing

Beam Angle 10° 20° 45° 15° 25° 45°

Size D60xH95mm D60xH95mm

Lifespan 50.000Hrs 50.000Hrs

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  VH6-2/1*1W  n  VH6-2/1*3W

         n  Average beam angle(50%): 14.8 DEG 	   n  Height  Eavg,Emax  Angle:14.82deg  Diameter

n  Note:The Curves indicate the illuminated area and the average illumina on when the luminaire is at
    different distance.
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Model VH6-4/3*1W VH6-4/3*3W

LED Power 3*1W 3*3W

LED Quantity 3PCS 3PCS

Color Single/RGB Single/RGB

Chip Edison Edison

Voltage DC12V DC12V

Material 304 Stainless Steel+Aluminium Housing

Beam Angle 10° 20° 45° 15° 25° 45°

Size D120xH92mm D120xH92mm

Lifespan 50.000Hrs 50.000Hrs

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH6-4/3*1W      n  VH6-4/3*3W 
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MERKUR  Inground Light
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n  VH6-4/3*3W

n  VH6-4/3*3W 3 in 1 RGB

      Average Beam Angle(50%):21.6 DEG		      Height   Eavg,Emax   Angle: 21.29deg   Diameter

      Average Beam Angle(50%):15.3 DEG		      Height   Eavg,Emax   Angle: 15.02deg   Diameter

n  Note: The Curves indicate the illuminated area and the average illumination when the luminaire is
     at different distance
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Model VH6-7/6*1W VH6-7/6*3W VH6-7/6*3W

LED Power 6*1W 6*3W 6*3W 3 in 1

LED Quantity 6PCS 6PCS 6PCS

Color Single/RGB Single RGB

Chip Edison Edison Edison

Voltage DC24V DC24V DC24V

Material 304 Stainless Steel+Aluminium Housing

Beam Angle 10° 20° 45° 15° 25° 45° 10° 20° 45°

Size D140*H82mm D140*H82mm D140*H82mm

Lifespan 50.000Hrs 50.000Hrs 50.000Hrs

Protection Grade IP67 IP67 IP67

MERKUR  Inground Light
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n  VH6-7/6*1W     n  VH6-7/6*3W 
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n  VH6-7/6*3W

n  VH6-7/6*3W 3 in 1 RGB

      Average Beam Angle(50%):26.3 DEG		      Height   Eavg,Emax   Angle: 26.13deg   Diameter

      Average Beam Angle(50%):13.0 DEG		      Height   Eavg,Emax   Angle: 12.83deg   Diameter

n  Note: The Curves indicate the illuminated area and the average illumination when the luminaire is
     at different distance
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Model CM-JS-9A CM-JS-9B

LED Power 22/21W 22/21W

LED Quantity 9PCS 9PCS

Color Single/RGB Single/RGB

Luminous Flux 936/470lm 936/470lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 60° 30°x 60°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  CM-JS-9A      n  CM-JS-9B  
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MERKUR  Inground Light
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n  CM-JS-9A / CM-JS-9B
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Model CM-JS-12A CM-JS-12B

LED Power 30/28W 30/28W

LED Quantity 12PCS 12PCS

Color Single/RGB Single/RGB

Luminous Flux 1265/626lm 1265/626lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 60° 30°x 60°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  CM-JS-12A       n  CM-JS-12B  
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MERKUR  Inground Light
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n  CM-JS-12A / CM-JS-12B
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Model CM-JS-18A CM-JS-18B

LED Power 43/40W 43/40W

LED Quantity 18PCS 18PCS

Color Single/RGB Single/RGB

Luminous Flux 1789/890lm 1789/890lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 60° 30°x 60°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  CM-JS-12A      n  CM-JS-12B  
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MERKUR  Inground Light
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n  CM-JS-18A / CM-JS-18B
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Model CM-JS-24A CM-JS-24B

LED Power 41/38W 41/38W

LED Quantity 24PCS 24PCS

Color Single/RGB Single/RGB

Luminous Flux 2461/1285lm 2461/1285lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 60° 30°x 60°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Lighting

LIGHTING
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n  CM-JS-24A        n  CM-JS-24B  
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n  CM-JS-24A / CM-JS-24B
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MERKUR  Inground Light
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n  CM3-3  n  CM3-6  						               Polarizing design, efficiently
								                 control light pollution

		  					                 External power box
							                   and control module
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Model CM3-3 CM6-3

LED Power 4W/4.6 8.1/9.1W

LED Quantity 3PCS 6PCS

Color Single/RGB Single/RGB

Luminous Flux 247/88lm 600/292lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 65° 30°x 65°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  CM3-3	 n  CM3-6  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m
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MERKUR  Inground Light
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n  CM3-3  n  CM3-6  						               Polarizing design, efficiently
								                 control light pollution

		  					                 External power box
							                   and control module
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Model CM3-9 CM3-12

LED Power 12.5W/12.5W 16W/14.8W

LED Quantity 9PCS 12PCS

Color Single/RGB Single/RGB

Luminous Flux 907/429lm 1133/559lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle  30°x 65° 30°x 65°

Glass Surface Temperature 40°C 40°C

Life >30000Hrs >30000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

MERKUR  Inground Light

LIGHTING
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n  CM3-9					            n  CM3-12  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

http://www.merkur-hamburg.de
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n  CM3-18   						               	 Polarizing design, efficiently
							                      control light pollution

		  					                 External power box
							                   and control module
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Model CM3-9

LED Power 23W/23.2W

LED Quantity 18PCS

Color Single/RGB

Luminous Flux 1707/842lm

Input Voltage AC100-277V/DC24V

Light Weight Under 2500kg

Beam Angle  30°x 65°

Glass Surface Temperature 40°C

Life >30000Hrs

Working Temperature ~25-50°C

Working Humidity 10-90%

Control Mode CC/DMX512

Protection Grade IP67

MERKUR  Inground Light

LIGHTING
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n  CM3-9					          

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m
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Model VH3-9*1W VH3-9*2.2W

LED Power 12.7/12W 23/20W

LED Quantity 9PCS 9PCS

Color Single/RGB Single/RGB

Luminous Flux 861/407lm 1360/643lm

Input Voltage AC100-277V/DC24V AC100-277V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING
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n  VH3-9*1W  n  VH3-9*2.2W  

									         n  The tank		

									         n  Heat sinks		
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MERKUR  Inground Light
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n  VH3-9*1W					          n  VH3-9*2.2W	

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m

http://www.merkur-hamburg.de


Model VH3-12*1W VH3-12*2.2W

LED Power 16/15W 31/29W

LED Quantity 12PCS 12PCS

Color Single/RGB Single/RGB

Luminous Flux 1125/529lm 1778/835lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING
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n  VH3-12*1W  n  VH3-12*2.2W  

									         n  The tank		

									         n  Heat sinks		
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n  VH3-12*1W					               n  VH3-12*2.2W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m
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Model VH3-18*1W VH3-18*2.2W

LED Power 24/22W 46/45W

LED Quantity 18PCS 18PCS

Color Single/RGB Single/RGB

Luminous Flux 1764/852lm 2759/1346lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING
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n  VH3-18*1W  n  VH3-18*2.2W  

								          n  The tank			 

								          n  Heat sinks			 
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n  VH3-18*1W					               n  VH3-18*2.2W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m
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Model VH3-24*1W VH3-24*1.6W

LED Power 31/27.8W 40/43.5W

LED Quantity 24PCS 24PCS

Color Single/RGB Single/RGB

Luminous Flux 2246/1072lm 2740/1307lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING
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n  VH3-24*1W  n  VH3-24*1.6W  

								                  n  The tank		

								                  n  Heat sinks		
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MERKUR  Inground Light
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n  VH3-24*1W					               n  VH3-24*1.6W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m
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Model VH2-9W VH2-12W

LED Power 12W 14W

LED Quantity 9PCS 12PCS

Color Single Single

Luminous Flux 840lm 1060/153lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH2-9W  n  VH2-12W  
								        n  Polarizing Angle Scale		

http://www.merkur-hamburg.de


MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH2-9W					               n  VH2-12W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

http://www.merkur-hamburg.de


Model VH61-1*1W VH61-1*2.2W

LED Power 1.4W 3W

LED Quantity 1PC 1PC

Color Single Single

Luminous Flux 97lm 153lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH61-1*1W  n  VH61-1*2.2W  

http://www.merkur-hamburg.de


MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH61-1*1W				              n  VH61-1*2.2W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m

http://www.merkur-hamburg.de


Model VH91-3*1W VH91-3*2.2W

LED Power 4W 9W

LED Quantity 3PCS 3PCS

Color Single/RGB Single/RGB

Luminous Flux 284lm 448lm

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Light Weight Under 2500kg 2500kg

Beam Angle 10° 25° 40° 60° 10° 25° 40° 60°

Glass Surface Temperature 40°C 40°C

Life 50000Hrs 50000Hrs

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Control Mode CC/DMX512 CC/DMX512

Protection Grade IP67 IP67

LED Chip Cree or Osram Cree or Osram

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH91-3*1W  n  VH91-3*2.2W  

http://www.merkur-hamburg.de


MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH91-3*1W					          n  VH91-3*2.2W				  

n  Horizontal irradiation on wall, distance between lamp and wall is 0.5m

n  Vertical irradiation on wall, distance between lamp and wall is 1m

http://www.merkur-hamburg.de


Model VH5-4/3*3W VH5-4/3*2W VH5-4/3*1W

LED Power 3*3W 3*2W 3*1W

LED Quantity 3PCS 3PCS 3PCS

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 30° 60° 20°*65° 30° 60° 20°*65° 30° 60° 20°*65°

Life >50000H >50000H >50000H

Control Mode CC/DMX512 CC/DMX512 CC/DMX512

Protection Grade IP67 IP67 IP67

LED Chip Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  VH5-4/3*3W  n  VH5-4/3*2W n  VH5-4/3*1W 

n  30°	   			              n  60°				     n  20°* 65°  
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Model VH5-7/6*3W VH5-7/6*2W VH5-7/6*1W

LED Power 6*3W 6*2W 6*1W

LED Quantity 6PCS 6PCS 6PCS

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 30° 60° 20°*65° 30° 60° 20°*65° 30° 60° 20°*65°

Life >50000H >50000H >50000H

Control Mode CC/DMX512 CC/DMX512 CC/DMX512

Protection Grade IP67 IP67 IP67

LED Chip Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH5-7/6*3W  n  VH5-7/6*2W n  VH5-7/6*1W 

	         n  30°	                 	            n  60°			   n  20°* 65°  
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Model VH5-9/9*3W VH5-9/9*2W VH5-9/9*1W

LED Power 9*3W 9*2W 9*1W

LED Quantity 9PCS 9PCS 9PCS

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 30° 60° 20°*65° 30° 60° 20°*65° 30° 60° 20°*65°

Life >50000H >50000H >50000H

Control Mode CC/DMX512 CC/DMX512 CC/DMX512

Protection Grade IP67 IP67 IP67

LED Chip Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH5-9/9*3W  n  VH5-9/9*2W n  VH5-9/9*1W 

	         n  30°	                 	            n  60°			   n  20°* 65°  
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Model VH5-18/18*3W VH5-18/18*2W VH5-18/18*1W

LED Power 18*3W 18*2W 18*1W

LED Quantity 18PCS 18PCS 18PCS

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 30° 60° 20°*65° 30° 60° 20°*65° 30° 60° 20°*65°

Life >50000H >50000H >50000H

Control Mode CC/DMX512 CC/DMX512 CC/DMX512

Protection Grade IP67 IP67 IP67

LED Chip Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH5-18/18*3W	 n  VH5-18/18*2W	  n  VH5-18/18*1W 

	         n  30°	                 	            n  60°			   n  20°* 65°  
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Model VH5-24/24*3W VH5-24/24*2W VH5-24/24*1W

LED Power 24*3W 24*2W 24*1W

LED Quantity 24PCS 24PCS 24PCS

Color Single/RGB Single/RGB Single/RGB

Input Voltage DC24V DC24V DC24V

Beam Angle 30° 60° 20°*65° 30° 60° 20°*65° 30° 60° 20°*65°

Life >50000H >50000H >50000H

Control Mode CC/DMX512 CC/DMX512 CC/DMX512

Protection Grade IP67 IP67 IP67

LED Chip Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D Cree Xlamp XP-E/XB-D

MERKUR  Inground Light

LIGHTING

®DUPROLUX     
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n  VH5-24/24*3W  n  VH5-24/24*2W n  VH5-24/24*1W 

	         n  30°	                 	            n  60°			   n  20°* 65°  

http://www.merkur-hamburg.de


Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Wide Beam Angle

n  Fresnellens

n  Die-cast aluminum mounting ring with
     system to fix itto the false ceiling using steel
     springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic 
     driver

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-SAMUOGZ 12 220 - 277 350 80 80/145 1050 1080 1110

GM-SAM140GZ 16 220 - 277 350 80 75/125 1370 1420 1470

GM-SAM165GZ 25 220 - 277 600 80 80/135 2200 2250 2300

       n  Ø 90mm (Cut out)                           n  Ø 125mm (Cut out)                        n  Ø 150mm (Cut out)

        GM-SAM110G2-W30        GM-SAM140G2-W30       GM-SAM165G2-W30

    
www.merkur-hamburg.de

MERKUR Tornado G2

LIGHTING

®DUPROLUX     
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n  Colours: white, grey, black

n  IP 44

http://www.merkur-hamburg.de
http://www.merkur-hamburg.de


Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Wide Beam Angle

n  Fresnellens

n  Die-cast aluminum mounting ring with
     system to fix itto the false ceiling using steel
     springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic 
     driver

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-SAM195GZ 35 220 - 277 800 80 100/155 3100 3180 3290

GM-SAMZZOGZ 40 220 - 277 1000 80 100/155 4030 4110 4230

GM-SAMZ45GZ 50 220 - 277 1300 80 100/155 5100 5200 5360

  n  Ø 175-188 mm (Cut out)                 n  Ø 200-215 mm (Cut out)               n  Ø 210-240 mm (Cut out)

        GM-SAM195G2-W30        GM-SAM220G2-W30       GM-SAM245G2-W30

MERKUR Tornado G2

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  Colours: white, grey, black

n  IP 44

http://www.merkur-hamburg.de


Applications

n  Type of protection: IP65

n  Protection class ofthe luminaire: III 

n  Protection class with converter:I II

n  Ceiling thickness:1-20 mm

n  Housing:aluminium profile designed as a
     heat sink.

n  Bezel ring: die-aluminium,powder-coated.

n  Facetted aluminium reßector high gloss,
     with high gloss light mixing chamber.

n  Spring fastening system.

n  LED diffuser made of safety glass is available

n  LED included.

n  Colours: white, grey, black

n  Forms: round, square

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-CR14012G 12 220 - 240 250 80 50/90 1040 1070 1100

GM-CR14025G 25 220 - 240 600 80 50/90 1930 1980 2050

GM-CR18025G 25 220 - 240 600 80 70/100 2030 2080 2150

GM-CR18035G 35 220 - 240 850 80 70/100 3060 3120 3190

GM-CR23045G 45 220 - 240 1000 80 85/105 4050 4130 4210

GM-CR23060G 60 220 - 240 1400 80 85/105 5020 5160 5310

MERKUR Ario IP65

LIGHTING

®DUPROLUX     
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 n  Round			     n  Square

http://www.merkur-hamburg.de


     n  Ø  120mm (Cut out)                        n  Ø  160mm (Cut out)                       n  Ø 210mm (Cut out)

        GM-CR14012G

        GM-CR14025G

       GM-CR18025G

       GM-CR18035G

      GM-CR23045G

      GM-CR23060G

MERKUR Ario IP65

LIGHTING

®DUPROLUX     
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Applications

n  Type of protection: IP65

n  Protection class ofthe luminaire: III 

n  Protection class with converter:I II

n  Ceiling thickness:1-20 mm

n  Housing:aluminium profile designed as a
     heat sink.

n  Bezel ring: die-aluminium,powder-coated.

n  Facetted aluminium reßector high gloss,
     with high gloss light mixing chamber.

n  Spring fastening system.

n  LED diffuser made of safety glass is available

n  LED included.

n  Colours: white, grey, black

n  Forms: round, square

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-CR14012F 12 220 - 240 250 80 70/100 900 930 970

GM-CR14025F 25 220 - 240 600 80 70/100 1800 1870 1930

GM-CR18025F 25 220 - 240 600 80 80/105 1900 1950 2000

GM-CR18035F 35 220 - 240 850 80 80/105 2820 2870 2980

GM-CR23045F 45 220 - 240 1000 80 100/110 3550 3545 3740

GM-CR23060F 60 220 - 240 1400 80 100/110 4800 4920 5100

MERKUR Ario IP65

LIGHTING

®DUPROLUX     
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 n  Round			     n  Square

http://www.merkur-hamburg.de


     n  Ø  120mm (Cut out)                        n  Ø  160mm (Cut out)                       n  Ø 210mm (Cut out)

       GM-CR14012F

       GM-CR14025F

       GM-CR18025F

       GM-CR18035F

MERKUR Ario IP65

LIGHTING

®DUPROLUX     
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      GM-CR23045F

      GM-CR23060F

http://www.merkur-hamburg.de


Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Wide Beam Angle

n  Fresnellens

n  Piastic mounting ring with system to fix it to
    the false ceiling using steel springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic
    driver or with dimmable electronic driver on
    request

n  Colours: white, grey, black

n  IP 44

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-HL204ZD 4 100 - 240 300 80 100/155 200 210 220

GM-HL206ZD 6 100 - 240 300 80 100/155 360 370 380

GM-HL408ZD 8 100 - 240 300 80 100/155 490 500 520

GM-HL510ZD 10 100 - 240 300 80 100/155 660 680 710

GM-HL612ZD 12 100 - 240 300 80 100/155 930 960 1010

GM-HL716ZD 16 100 - 240 300 80 100/155 1280 1340 1430

MERKUR Elite

LIGHTING

®DUPROLUX     
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     n  Ø  80mm (Cut out)                          n  Ø  95mm (Cut out)                         n  Ø 110mm (Cut out)

        GM-HL204ZD-W30

        GM-HL510ZD-W30

       GM-HL206ZD-W30

      GM-HL612ZD-W30

      GM-HL408ZD-W30

      GM-HL716ZD-W30

MERKUR Elite

LIGHTING

®DUPROLUX     
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     n  Ø  80mm (Cut out)                          n  Ø  95mm (Cut out)                         n  Ø 110mm (Cut out)

        GM-HL306YD-W30

        GM-HL612YD-W30

       GM-HL408YD-W30

       GM-HL816YD-W30

      GM-HL510YD-W30

MERKUR Elite

LIGHTING

®DUPROLUX     
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MERKUR XLinner

LIGHTING

®DUPROLUX

             n  Option 1 - L Corner                n  Option 2 - T Corner             n  Option 3 - Cross Corner 

XLinner System

n  Xlinner is a modular lighting system that en-
     ables relation between light and architec-
     ture most effectively. Availables as singular 
     luminaire with different optics to satisfy user's 
     needs. Slender, powerful, efficient.

n  Contiuum introduces a uniquely clean, simp-
     le lighting system offering continuoous, highly
     uniform lines of light across walls and cei-
     lings.

n  Suitable for offices, meeting rooms, cor-
     ridors, education facilities, museums and
     libraries. Every batten has a plug and socket
     arrangement for easy and rapid electrical
     installation

MERKUR XLinner

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Applications

n  Type of protection: IP65

n  Pro -suspended LED luminaires

n  Body of aluminium extrude

n  Cover finished with PMMA

n  Luminaires are equipped with electronic driver

n  Various types of suspension accessories-to be
     ordered separately

http://www.merkur-hamburg.de


MERKUR XLinner

LIGHTING

®DUPROLUX     
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Name Power/W Voltage/V DC/mA -CRI

GM-T10600 50 220 - 240 1400 80

GM-T10900 75 220 - 240 2100 80

GM-T101200 100 220 - 240 2800 80

GM-T101500 125 220 - 240 3500 80

Name Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-T10600 105/160 4000 4100 4250

GM-T10900 105/160 6080 6080 6380

GM-T101200 105/160 8220 8300 8600

GM-T101500 105/160 10380 10630 10880

http://www.merkur-hamburg.de


Applications

n  Track Luminairs LED Track light

n  High efficiency facets PC reflectors

n  Narrow Beam Angle/Medium Beam Angle/
     Wide Beam Angle

n  Clear glass/frosted glass upon request

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic
     driver

n  Type of protection: IP20

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM·LM95W 25 220 - 240 600 80 25/55 2150 2200 2250

GM·LM120W 35 220 - 240 900 80 25/50 2980 3050 3150

GM·LM125W 45 220 - 240 1100 80 25/60 3950 4050 4140

MERKUR iTrack1

LIGHTING

®DUPROLUX     
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        GM·LM95W        GM·LM120W       GM·LM125W

MERKUR iTRack1

LIGHTING

®DUPROLUX     
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Applications

n  Track Luminairs LED Track light

n  High efficiency facets PC reflectors

n  Wide Beam Angle

n  Clear glass/frosted glass upon request

n  Die-cast aluminum mounting ring,
     with system to fix it to the false ceiling using
     steel springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic
     driver

n  Type of protection: IP44

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GR-CR95 25 220 - 240 600 80 25/55 2150 2200 2250

GR-CR120 35 220 - 240 900 80 25/50 2980 3050 3150

GR-CR125 45 220 - 240 1100 80 25/60 3950 4050 4140

MERKUR iTrack

LIGHTING

®DUPROLUX     
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             GR-CR95            GR-CR120           GR-CR125

MERKUR iTRack

LIGHTING

®DUPROLUX     
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MERKUR XLinner

LIGHTING

®DUPROLUX

Dome: Outstanding effency light

n  Outstanding efficiency light comparable light
     output for up to 70% less power consumption.

n  Excellent light quality levels maintained far
     longer than conventional lighting which can
     lose up to 70% of their brightness in 12
     months. 

n  With no UV or infrared

n  Heavy duty, long life lighting for 50 000 hours
     lifespan, up to 5 times longer than conventional
     lighting. 

n  Lower maintenance costs; no need globles to
     replace, no need for costly programmed main
     tenance. 

n  Instant on after power outages.

n  No warm up for Our LED high bay lights are
     at full intensity seconds after you turn them on. 

n  No more waiting for lights to warm up. A better
     workplace can have a dramatic effect. 

n  Your staff will show their appreciation with their
     increased productivity. 

n  Environment friendly, by using less power can
     help to reduce carbon emissions contributing
     to saving the environment as well as saving
     your money.

MERKUR Dome

LIGHTING

®DUPROLUX     
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Applications

n  Type of protection: IP44

n  Aluminium extrude heatsink for passive
     solution with better consistent application

n  AI.extrude gear box, electrophoretic coated

n  Aluminium reflector with frosted finished
     inside

n  The high bay offers a competitive high
     lighting solution for industrial environments
     requiring strong product resistance against
     either chemical agents or warm and dusty
     atmospheres

n  Anti·glare polycarbonate tube

n  Suspension Kits include with upon request
     for lens for suspension length

MERKUR Dome

LIGHTING

®DUPROLUX     
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MERKUR Dome

LIGHTING

®DUPROLUX     
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Name Power/W Voltage/V DC/mA CRI Beam
Angle

Dimensions
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-LB05012 50 176 - 264 1300 80 40/90 D323xH211 4650 4800

GM-LB07514 75 176 - 264 2000 80 40/90 D347xH239 6900 7130

GM-HB10018XX 100 176 - 264 2600 80 95/120 D488xH295 10120 10450

GH-HB15018XX 150 176 - 264 4000 80 95/120 D488xH295 13500 13800

GM-HB20018XX 200 176 - 264 5200 80 95/120 D488xH295 20000 20360

IP65 LED DRIVER

http://www.merkur-hamburg.de


Applications

n  IC: Abutted & Covered

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Wide BeamAngle

n  Fresnel lens

n  Die-cast aluminum mounting ring
     with system to fix it to the false ceiling using
     steel springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic
     driver or with dimmable electronic driver on
     request

n  Type of protection: IP44

n  colors: white, gray, black

MERKUR IC Dive

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

http://www.merkur-hamburg.de


     n  Ø  85mm (Cut out)                          n  Ø  90mm (Cut out)                         n  Ø 120mm (Cut out)

           GM-D95            GM-D105           GM-D140

MERKUR IC Dive

LIGHTING

®DUPROLUX     
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Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-D95 6 220 - 240 200 80 65/110 430 440 460

GM-D105 10 220 - 240 200 80 85/135 750 780 800

GM-D140 14 220 - 240 350 80 95/145 1100 1120 1160

http://www.merkur-hamburg.de


Applications

n  IC-F: Abutted & Covered

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Wide BeamAngle

n  Fresnel lens

n  Die-cast aluminum mounting ring
     with system to fix it to the false ceiling using
     steel springs

n  Die-cast heat sink with passive cooling

n  Luminaires are equipped with electronic
     driver or with dimmable electronic driver on
     request

n  Type of protection: IP44

n  colors: white, gray, black

MERKUR IC Dive-F

LIGHTING

®DUPROLUX     
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     n  Ø  90mm (Cut out)                          n  Ø  125mm (Cut out)                         n  Ø 150mm (Cut out)

        CiM·EDSIOOXXIC        CiM·EDS140XXIC       CiM·EDS165XXIC

MERKUR IC Dive-F

LIGHTING

®DUPROLUX     
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     n  Ø  180mm (Cut out)                          n  Ø  200mm (Cut out)                         

        GM-HL306YD-W30        GM-HL408YD-W30

MERKUR IC Dive-F

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

CiM·EDSIOOXXIC 12 220 - 240 350 80 90/150 930 940 980

CiM·EDS140XXIC 12 220 - 240 350 80 90/150 940 980 1000

CiM·EDS165XXIC 12 220 - 240 350 80 75/130 960 1000 1030

CiM·EDS193XXIC 16 220 - 240 350 80 80/130 1350 1400 1440

CiM·EDS220XXIC 25 220 - 240 500 80 70/135 2110 2180 2250

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Vago Cardan Light 
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Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets PC reflectors

n  Narrow Beam Angle/Medium Beam Angle/
     Wide Beam Angle

n  Die-cast aluminum mountlng ring

n  Luminaires are equipped with electronic
     driver or with dimmable electronic driver on
     request

n  IP: 20

Vago Cardan Light - MODELL 50

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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 n  115x115mm (Cut out)                       n  210x115mm (Cut out)                   n  310x115mm (Cut out)

           GM-LED50-1            GM-LED50-2           GM-LED50-3

Vago Cardan Light - MODELL 50

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-LED50 12 220 - 240 250 80 40/80 750 770 800

http://www.merkur-hamburg.de


Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Narrow Beam Angle/Medium Beam Angle/
     Wide Beam Angle 

n  Clear glass

n  Die-cast aluminum mounting ring 

n  Die-cast heat sink with passive cooling 

n  Luminaires are equipped with electronic
     driver or with dimmable electronic driver on
     request

n  IP:20

Vago Cardan Light - MODELL 70

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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 n  150x150mm (Cut out)                       n  270x150mm (Cut out)                   n  390x150mm (Cut out)

           GM-LED70-1            GM-LED70-2           GM-LED70-3

Vago Cardan Light - MODELL 70

LIGHTING

®DUPROLUX     
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Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-LED70 30 220 - 240 800 80 25/50 2700 2760 2820

http://www.merkur-hamburg.de


Applications

n  Recessed Luminairs LED Downlight

n  High efficiency facets aluminium reflectors

n  Narrow Beam Angle/Medium Beam Angle/
     Wide Beam Angle 

n  Clear glass

n  Die-cast aluminum mounting ring 

n  Die-cast heat sink with passive cooling 

n  Luminaires are equipped with electronic
     driver or with dimmable electronic driver on
     request

n  IP: 20

Vago Cardan Light - MODELL 110

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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 n  175x175mm (Cut out)                       n  320x180mm (Cut out)                   n  470x180mm (Cut out)

           GM-LED111-1            GM-LED111-2           GM-LED111-3

Vago Cardan Light - MODELL 110

LIGHTING

®DUPROLUX     
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Name Power/W Voltage/V DC/mA CRI Beam
Angle

3000 K
Lumen/Lm

4000 K
Lumen/Lm

5000 K
Lumen/Lm

GM-LED50 40 220 - 240 1000 80 25/60 3600 3680 3760

http://www.merkur-hamburg.de


Name LED Quantitiy Voltage/V

Product Code S1-3 S1-3/3*2.2W

LED Quantity 3PCS 3PCS

Rated Power 4.2W 8.1W

Luminous Flux 284lm 448lm

Color W/R/G/B W/R/G/B

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Beam Angle 10°/25°/40°/60° 10°/25°/40°/60°

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 5000H 5000H

Protection Grade IP65 IP65

Net Weight 0.9kg (Inside)/16.2kg (Outside) 0.9kg (Inside)/16.2kg (Outside)

Gross Weight 1.0kg (Inside)/18kg (Outside) 1.0kg (Inside)/18kg (Outside) 

Packing Size 190x140x230mm(Inside)
450x400x740mm(Outside)18 PCS/ Carton

190x140x230mm(Inside)
450x400x740mm(Outside)18 PCS/ Carton

MERKUR Spot Light 

     n  Ground spike	       n  360°adjustable            n   forward elevation 15°	        n  Installation size 
			              in horizontal direction          backward elevation 30°

n  S 1-3



LIGHTING
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MERKUR Spot Light 

n  S 1-3
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MERKUR Spot Light/64 - S1-6

LIGHTING

®DUPROLUX     
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Name LED Quantitiy Voltage/V

Product Code S1-6 S1-6/6*2.2W

LED Quantity 6PCS 6PCS

Rated Power 8.2W 16.1W

Luminous Flux 538lm 850lm

Color W/R/G/B W/R/G/B

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Beam Angle 10°/25°/40°/60° 10°/25°/40°/60°

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 5000H 5000H

Protection Grade IP65 IP65

Net Weight 1.2kg (Inside)/21.6kg (Outside) 1.2kg (Inside)/21.6kg (Outside)

Gross Weight 1.3kg (Inside)/23.4kg (Outside) 1.3kg (Inside)/23.4kg (Outside) 

Packing Size 210x160x250mm(Inside)
500x430x800mm(Outside)18 PCS/ Carton

210x160x250mm(Inside)
500x430x800mm(Outside)18 PCS/ Carton

MERKUR Spot Light 

n  S 1-6

http://www.merkur-hamburg.de
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MERKUR Spot Light 

n  S 1-6
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MERKUR Spot Light 

LIGHTING
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Name LED Quantitiy Voltage/V

Product Code S2-3 S2-3/3*2.2W

LED Quantity 3PCS 3PCS

Rated Power 4.2W 8.5W

Luminous Flux 284lm 448lm

Color W/R/G/B W/R/G/B

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Beam Angle 10°/25°/40°/60° 10°/25°/40°/60°

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 5000H 5000H

Protection Grade IP67 IP67

Net Weight 0.4kg (Inside)/30kg (Outside) 0.4kg (Inside)/30kg (Outside)

Gross Weight 0.6kg (Inside)/45kg (Outside) 0.6kg (Inside)/45kg (Outside) 

Packing Size 95x80x105mm(Inside)
530x420x370mm(Outside)18 PCS/ Carton

95x80x105mm(Inside)
530x420x370mm(Outside)18 PCS/ Carton

n  S 2-3

http://www.merkur-hamburg.de


MERKUR Spot Light

LIGHTING

®DUPROLUX     
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Name LED Quantitiy Voltage/V

Product Code S2-1A S2-1B

LED Quantity 1PCS 1PCS

Rated Power 1.4W 2.8W

Luminous Flux 97lm 165lm

Color W/R/G/B W/R/G/B

Input Voltage AC100-240V/DC24V AC100-240V/DC24V

Beam Angle 15°/25°/40°/60° 15°/25°/40°/60°

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10-90%

Life 5000H 5000H

Protection Grade IP67 IP67

Net Weight 0.4kg (Inside)/27kg (Outside) 0.4kg (Inside)/27kg (Outside)

Gross Weight 0.6kg (Inside)/36kg (Outside) 0.6kg (Inside)/36kg (Outside) 

Packing Size 110x55x110mm(Inside)
580x366x370mm(Outside)18 PCS/ Carton

110x55x110mm(Inside)
580x366x370mm(Outside)18 PCS/ Carton

n  S 2-1A/1B

http://www.merkur-hamburg.de


MERKUR Spot Light

LIGHTING
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n  S 2-1A/1B
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MERKUR Spot Light 

LIGHTING

®DUPROLUX     
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Specification

Model S8-1/1*1W S8-1/1*3W S8-3/3*1W-3-in1 lens

LED Power 1*1W 1*3W 3*1

LED Quantity 1PC 3PCS 3PCS 3 in 1

Color Single Single RGB

Chip Edison Edison Edison

Voltage DC12V DC12V DC12V

Material Aluminium 6063+Tempered glass

Beam Angle 10°/20°/45° 10°/20°/45° 15°/25°/45°

Temperature of 
working condition ~25-50°C ~25-50°C ~25-50°C

Humidity of working 
Condition 10-90% 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS 50,000HRS

Protection Grade IP67 IP67 IP67

Note: The Curves indicate the illuminated area and the average illumination when the luminaire is at
          different distance.

n  S8-1/1*1W	 n  S8-1/1*3W	 n  S8-3/3*1W-3-in-1 lens

http://www.merkur-hamburg.de


LIGHTING
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MERKUR Spot Light

LIGHTING

®DUPROLUX     
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Specification

Model S8-3/3*1W S8-3/3*3W S8-3/3*3W-3-in1 lens

LED Power 3*1W 3*3W 3*3

LED Quantity 3PCS 3PCS 3PCS 3 in 1

Color Single Single RGB

Chip Edison Edison Edison

Voltage DC12V DC24V DC12V

Material Aluminium 6063+Tempered glass

Beam Angle 15°/25°/45° 10°/20°/45° 25°/40°/60°

Temperature of 
working condition ~25-50°C ~25-50°C ~25-50°C

Humidity of working 
Condition 10-90% 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS 50,000HRS

Protection Grade IP67 IP67 IP67

Note: The Curves indicate the illuminated area and the average illumination when the luminaire is at
          different distance.

  n  Average Beam Angle      n  Hight Eavg,Emax       n  Average Beam Angle          n  Height Eavg,Emax
      (50%): 15,3 DEG                  Angle 15,02deg            (50%): 21.6 DEG	             Angle: 21,29 deg
			            Diameter					                 Diameter

n  S8-3/3*1W	 n  S8-3/3*3W	 n  S8-3/3*3W-3-in-1 lens

http://www.merkur-hamburg.de
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Specification

Model S8-6/6*1W S8-6/6*3W S8-6/6*3W-3-in-1

LED Power 6*1W 6*3W 6*3

LED Quantity 6PCS 6PCS 6PCS 3 in 1

Color Single/RGB Single RGB

Chip Edison Edison Edison

Voltage DC24V DC24V DC24V

Beam Angle 10°/20°/45° 10°/25°/45° 25°/40°/60°

Temperature of 
working condition ~25-50°C ~25-50°C ~25-50°C

Humidity of working 
Condition 10-90% 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS 50,000HRS

Protection Grade IP67 IP67 IP67

Note: The Curves indicate the illuminated area and the average illumination when the luminaire is at
          different distance.

  n  Average Beam Angle      n  Hight Eavg,Emax       n  Average Beam Angle          n  Height Eavg,Emax
      (50%): 13.0 DEG                  Angle 12,83deg            (50%): 26.3 DEG	             Angle: 26,13 deg
			            Diameter					                 Diameter

n  S8-6/6*1W	 n  S8-6/6*3W	 n  S8-6/6*3W-3-in-1 lens

http://www.merkur-hamburg.de
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Specification

Model S11-1/1X1W S11-1/3*3W

LED Power 1*1W 1*3W

LED Quantity 1PC 1PC

Color Single color Single color

Chip Edison Edison

Voltage AC110V/ AC230V AC110V/ AC230V

Material Die-cast Al. housing/base + 3mm Tempered glass + 304 SS screws

Beam Angle 30°/40°/60° 30°/40°/60°

Temperature of working condition ~25-50°C ~25-50°C

Humidity of working Condition 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS

Protection Grade IP65 IP65

n  S11-1/1*1W	 n  S11-1/1*3W

http://www.merkur-hamburg.de


MERKUR S8-3/3*1W;S8-3/3*3W;S8-3/3*3W-3-in-1

LIGHTING

®DUPROLUX

MERKUR Spot Light

LIGHTING
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Specification

Model S12-3/3X1W S12-3/3*3W

LED Power 3*1W 3*3W

LED Quantity 3PCS 3PCS

Color Single color/RGB Single color/RGB

Chip Edison Edison

Voltage AC110V/ AC230V AC110V/ AC230V

Material Die-cast Al. housing/base + 3mm Tempered glass + 304 SS screws

Beam Angle 30°/40°/60° 30°/40°/60°

Temperature of working condition ~25-50°C ~25-50°C

Humidity of working Condition 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS

Protection Grade IP65 IP65

n  S12-3/3*1W	 n  S12-3/3*3W

http://www.merkur-hamburg.de
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n  S10-1/1*5W - (1-3)
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MERKUR S8-3/3*1W;S8-3/3*3W;S8-3/3*3W-3-in-1

LIGHTING

®DUPROLUX

MERKUR Spot Light

LIGHTING

®DUPROLUX     
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Specification

Model S10-1/1X5W-1 S10-1/1X5W-2 S10-1/1X5W-3

LED Power 1X5W 1X5W 1X5W

LED Quantity 1PC COB 1PC COB 1PC COB

Color white white white

Chip Cree Cree Cree

Voltage AC110V/AC230V AC110V/AC230V AC110V/AC230V

Material Die-cast Al. housing/base + 4mm Tempered glass + 304 SS screws

Beam Angle 30°-50°

Temperature of 
working condition ~25-50°C ~25-50°C ~25-50°C

Humidity of working 
Condition 10-90% 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS 50,000HRS

Protection Grade IP65 IP65 IP65

n  S10-1/1*5W - (1-3)

http://www.merkur-hamburg.de
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Specification

Model S12-9/9X1W S12-9/9*2W

LED Power 9*1W 9*2W

LED Quantity 9PCS 9PCS

Color Single color/RGB Single color/RGB

Chip Edison Edison

Voltage AC110V/ AC230V AC110V/ AC230V

Material Die-cast Al. housing/base + 3mm Tempered glass + 304 SS screws

Beam Angle 15°/45°/60° 15°/45°/60°

Temperature of working condition ~25-50°C ~25-50°C

Humidity of working Condition 10-90% 10-90%

Lifespan 50,000HRS 50,000HRS

Protection Grade IP65 IP65

n  9X2W

n  S12-9/9*1W	 n  S12-9/9*2W 
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MERKUR Spot Light

LIGHTING
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Specification

Product Code PAR56-A-18/18*1W

Size D158*H160mm

LED Quantity 18PCS*1W

Power 30W

LED Chip Edison

Color RGB

Input Voltage AC100V~ 240V

Beam Angle 15°/30°/45°

Project Distance 20m/10m/7m

Protection Grade IP20/IP65

Weight 1.2kg

n  PAR56-A-18/18*1W

http://www.merkur-hamburg.de


MERKUR Spot Light
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Specification

Product Code PAR64-A-36/36*1W

Size D273*H275mm

LED Quantity 36PCS*1W

Power 55W

LED Chip Edison

Color RGB

Input Voltage AC100V~ 240V

Beam Angle 15°/30°/45°

Project Distance 20m/10m/7m

Protection Grade IP20/IP65

Weight 3.2kg

n  PAR64-A-36/36*1W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code PAR64-B-18/18x3W(3in1) PAR64-B-36/36x1W PAR64-B-36/36x1W-RGBW(A)

Size D200*H252mm D200*H252mm D200*H252mm

LED Quantity 18PCS*3W(3in1) 36PCS*1W 36PCS*1W

Power 60W 55W 55W

LED Chip Edison Edison Edison

Color RGB(3in1) RGB RGBW(A)

Input Voltage AC100V~ 240V AC100V~ 240V AC100V~ 240V

Beam Angle 15°/30°/45° 15°/30°/45° 15°/30°/45°

Project Distance 20m/10m/7m 20m/10m/7m 20m/10m/7m

Protection Grade IP20/IP65 IP20/IP65 IP20/IP65

Weight 4kg 4kg 4kg

n  PAR64-B-18/18*3W (3in1)	 n  PAR64-B-36/36*1W	 n  PAR64-B-36/36*1W-RGBW(A)

MERKUR Spot Light

http://www.merkur-hamburg.de


MERKUR Spot Light
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Specification

Product Code PAR64-C-72/72*3W-RGB PAR64-C-72/72*3W-RGB(A)

Size D208*H320mm D208*H320mm

LED Quantity 72PCS*3W 72PCS*3W

Power 120W 120W

LED Chip Edison Edison

Color RGB RGBW(A)

Input Voltage AC100V~ 240V AC100V~ 240V

Beam Angle 15°/25°/40° 15°/25°/40°

Project Distance 20m/10m/7m 20m/10m/7m

Protection Grade IP20/IP65 IP20/IP65

Weight 7.9kg 7.9kg

n  PAR64-C-72/72*3W-RGB	 n  PAR64-C-72/72*3W-RGBW(A)

http://www.merkur-hamburg.de


MERKUR Protector Light
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Specification

Product Code C1-45 C1-66

LED Quantity 36*1W 36*1.6

Rated Power 45W 66W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Bold Center of Lamp Dia.12mm*100mm

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 6.7KG

Gross Weight 7.1KG

Packing Size 355x165x480mm

n  C1-45W/66W

http://www.merkur-hamburg.de


MERKUR Protector Light
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Specification

Product Code C1-60 C1-76

LED Quantity 48*1W 48*1.6

Rated Power 60W 76W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Bold Center of Lamp Dia.12mm*100mm

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 7.0KG

Gross Weight 7.7KG

Packing Size 355x165x480mm

n  C1-60W/76W

http://www.merkur-hamburg.de


MERKUR Protector Light
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Specification

Product Code C1-90 C1-127

LED Quantity 72*1W 72*1.6

Rated Power 90W 127W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Bold Center of Lamp Dia.12mm*100mm

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 10.2KG

Gross Weight 10.9KG

Packing Size 445x185x540mm

n  C1-90W/127W

http://www.merkur-hamburg.de


MERKUR Protector Light
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Specification

Product Code C1-160 C1-200

LED Quantity 132*1W 132*1.6

Rated Power 160W 200W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Bold Center of Lamp Dia.12mm*100mm

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 16.4KG

Gross Weight 18.4KG

Packing Size 565x195x645mm

n  C1-160W/200W
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MERKUR Protector Light
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Specification

Product Code F1-18

LED Quantity 18*1W

Rated Power 20

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 30 to 60M

Net Weight 3.1KG

Gross Weight 3.8KG

Packing Size 375x220x360mm

n  F1-18W

http://www.merkur-hamburg.de
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MERKUR Protector Light

n  F1-18W
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MERKUR Protector Light
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Specification

Product Code F1-36

LED Quantity 36*1W

Rated Power 40

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 3.5KG

Gross Weight 4.1KG

Packing Size 375x220x360mm

n  F1-36W

http://www.merkur-hamburg.de
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MERKUR Protector Light

n  F1-36W
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MERKUR Protector Light
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Specification

Product Code F1-54

LED Quantity 54*1W

Rated Power 60

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 5.9KG

Gross Weight 6.4KG

Packing Size 480x220x450mm

n  F1-54W

http://www.merkur-hamburg.de
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MERKUR Protector Light

n  F1-54W

http://www.merkur-hamburg.de


MERKUR Protector Light
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Specification

Product Code F1-72

LED Quantity 72*1W

Rated Power 80

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 5.9KG

Gross Weight 6.4KG

Packing Size 480x220x450mm

n  F1-72W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

MERKUR Protector Light

n  F1-72W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F2-18

LED Quantity 18*1W

Rated Power 20

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 30 to 60M

Net Weight 2.8KG

Gross Weight 3.4KG

Packing Size 255x250x400mm

n  F2-18W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

MERKUR Protector Light

n  F2-18W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F2-36

LED Quantity 36*1W

Rated Power 40

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 3.5KG

Gross Weight 4.1KG

Packing Size 300x255x450mm

n  F2-36W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

MERKUR Protector Light

n  F2-36W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F2-54

LED Quantity 54*1W

Rated Power 60W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 7KG

Gross Weight 7.6KG

Packing Size 445x335x560mm

n  F2-54W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

MERKUR Protector Light

n  F2-54W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F2-72

LED Quantity 72*1W

Rated Power 80W

Input Voltage AC100-240V/DC24V

Color Single/RGB

Luminous Flux 93LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Material 6063 Die-cast AL + Tempered glass

Beam Angle 10°/25°/40°/60°

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Cast Distance 50 to 100M

Net Weight 6.9KG

Gross Weight 7.6KG

Packing Size 445x335x560mm

n  F2-72W

http://www.merkur-hamburg.de


LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

MERKUR Protector Light

n  F2-72W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-3*1W F3-3*2.2W

LED Quantity 3*1W 3*2.2W

Rated Power 4.6W 9W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx15mm

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 0.92KG

Gross Weight 1.05KG

Packing Size 170*170x235mm

n  F3-3*1W/3*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-6*1W F3-6*2.2W

LED Quantity 6*1W 6*2.2W

Rated Power 7.8W 16W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 0.95KG(Inside)/17.1KG(Outside)

Gross Weight 1.08KG(Inside)/ 19.4KG(Outside)

Packing Size
155*155*215mm(Inside)

515x515x470mm(Outside)18PCS/
Carton

n  F3-6*1W/6*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-9*1W F3-9*2.2W

LED Quantity 9*1W 9*2.2W

Rated Power 13.3W 24W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 1.92KG(Inside)/22.8KG(Outside)

Gross Weight 2.15KG(Inside)/ 26.4KG(Outside

Packing Size
205*215*230mm(Inside)

705x545x515mm(Outside)12PCS/
Carton

n  F3-9*1W/9*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-12*1W F3-
12*2.2W

LED Quantity 12*1W 12*2.2W

Rated Power 16.2W 31W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 2.02KG(Inside)/24.2KG(Outside)

Gross Weight 2.25KG(Inside)/ 27KG(Outside)

Packing Size
205*215*230mm(Inside)

705x545x515mm(Outside)12PCS/
Carton

n  F3-12*1W/12*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-18*1W F3-18*2.2W

LED Quantity 18*1W 18*2.2W

Rated Power 22W 45W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 3.6KG(Inside)/28.8KG(Outside)

Gross Weight 3.95KG(Inside)/ 31.8KG(Outside)

Packing Size
300*270*255mm(Inside)

660x600x570mm(Outside)8PCS/
Carton

n  F3-18*1W/18*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-24*1W F3-24*2.2W

LED Quantity 24*1W 24*1.6W

Rated Power 28W 43W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 3.75KG(Inside)/29.6KG(Outside)

Gross Weight 4.10KG(Inside)/ 32.8KG(Outside)

Packing Size
300*270*255mm(Inside)

660x600x570mm(Outside)8PCS/
Carton

n  F3-24*1W/24*2.2W

n  F3-18*1W/18*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-36*1W F3-36*2.2W

LED Quantity 36*1W 36*1.6W

Rated Power 58W 87W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 7.5KG

Gross Weight 8.05KG

Packing Size 345*315*435mm

n  F3-36*1W/36*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-54*1W F3-54*2.2W

LED Quantity 54*1W 54*2.2W

Rated Power 85W 129W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 9.5KG

Gross Weight 10.2KG

Packing Size 350*335*460mm

n  F3-54*1W/54*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-72*1W F3-72*2.2W

LED Quantity 72*1W 72*2.2W

Rated Power 113W 171W

Input Voltage AC100-240V

Color Single/RGB

Luminous Flux 90-100LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 10°/25°/40°/60°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 12.4KG

Gross Weight 13.4KG

Packing Size 395*385*505mm

n  F3-72*1W/72*2.2W

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-6RW

LED Quantity 6*1W

Rated Power 17W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 1.9KG

Gross Weight 2.13KG

Packing Size 250*215*230mm

n  F3-6R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
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Specification

Product Code F3-3R

LED Quantity 3*1W

Rated Power 8.5W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 1.9KG

Gross Weight 2.13KG

Packing Size 250*215*230mm

n  F3-3R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-12R

LED Quantity 12*1W

Rated Power 31W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 3.55KG

Gross Weight 3.9KG

Packing Size 300*270*255mm

n  F3-12R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-9R

LED Quantity 9*1W

Rated Power 24W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Ø8.5mmx60m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 3
.55KG

Gross Weight 3.9KG

Packing Size 300*270*255mm

n  F3-9R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-27R

LED Quantity 27*1W

Rated Power 65W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Φ11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 9.5KG/11.8KG

Gross Weight 9.85/12.8KG

Packing Size 350*365*460mm/395*385*505mm

n  F3-27R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-18R

LED Quantity 18*1W

Rated Power 46W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Φ11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 9.5KG/11.8KG

Gross Weight 9.85/12.8KG

Packing Size 350*365*460mm/395*385*505mm

n  F3-18R

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-72D

LED Quantity 72*1W

Rated Power 113W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Φ11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 12.7 KG

Gross Weight 13.7 KG

Packing Size 400*410*525 mm

n  F3-72D

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-54D

LED Quantity 54*1W

Rated Power 85W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Φ11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 9.8 KG

Gross Weight 10.5 KG

Packing Size 350*365*480 mm

n  F3-54D

http://www.merkur-hamburg.de


MERKUR Protector Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Specification

Product Code F3-36D

LED Quantity 36*1W

Rated Power 58W

Input Voltage AC100-277V

Color Single/RGB

Luminous Flux 80LM/W

LED CHIP Cree or Osram

Control Mode CC/DMX512

Installation Pipe Diameter Φ11mmx100m

Material 6063 aluminium + Tempered glass

Beam Angle 4.5°/15x55°

P.F. >0.9

Life Time 50.000HRS

Working TMP -25°C to 50°C

IP Grade 67

Net Weight 7.7 KG

Gross Weight 8.25 KG

Packing Size 330*360*455 mm

n  F3-36D

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  G10-75/75*2W

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Product Code G10-75/75*2W

Size dia.274*347mm

LED Quantity 75PCS

LED Power 75*2W

Color R/G/B/A/W/WW DMX RGB

Rated Power 180W

Material die cast aluminium +tempered glass

LED Chip Cree xlamp XP-G

Input Voltage AC220V/AC240V/AC110V/DC36V

P.F. 85%

Control Mode DMX512

Lumen 12626lm(white)

Beam Angle 10°/30°/60°/80°/30*65°

Lifetime 50.000h

Protection Grade IP67/IP68

Working Temperature -35°C-+40°C

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  G10-120/120*2W

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Product Code G10-120/120*2W

Size dia.366*366mm

LED Quantity 120PCS

LED Power 120*2W

Color R/G/B/A/W/WW DMX RGB

Rated Power 280W

Material die cast aluminium +tempered glass

LED Chip Cree xlamp XP-G

Input Voltage AC220V/AC240V/AC110V/DC36V

P.F. 85%

Control Mode DMX512

Lumen 20202lm(white)

Beam Angle 10°/30°/60°/80°/30*65°

Lifetime 50.000h

Protection Grade IP67/IP68

Working Temperature -35°C-+40°C

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  G10-180/180*2W

http://www.merkur-hamburg.de


MERKUR  Specled Projector

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Product Code G10-180/180*2W

Size dia.366*366mm

LED Quantity 180PCS

LED Power 180*2W

Color R/G/B/A/W/WW DMX RGB

Rated Power 450W

Material die cast aluminium +tempered glass

LED Chip Cree xlamp XP-G

Input Voltage AC220V/AC240V/AC110V/DC36V

P.F. 85%

Control Mode DMX512

Lumen 33300lm(white)

Beam Angle 10°/30°/60°/80°/30*65°

Lifetime 50.000h

Protection Grade IP67/IP68

Working Temperature -35°C-+40°C

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I9-2/1*3W-A	n  I9-2/1*3W-B

Product Code I9-2/1*3W-A I9-2/1*3W-B

LED Power 1*3W 1*3W

LED Quantity 3PCS 3PCS

LED Chip Edison Edison

Beam Angle 25° 25°

Input Voltage DC24V DC24V

Color Single/RGB Single/RGB

Material 316 Stainless steel+tempered glass 316 Stainless steel+Tempered glass

Application environment -20°C˜40°C -20°C˜40°C

Protection Grade IP68 IP68

http://www.merkur-hamburg.de


MERKUR  Underwater Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I9-4/3*2W		  n  I9-13/12*2W

Product Code I9-4/3*2W I9-13/12*2W

LED Power 3*2W 12*2W

LED Quantity 3PCS 12PCS

LED Chip Edison Edison

Beam Angle 25°/15° 25°/15°

Input Voltage DC24V DC24V

Color Single/RGB Single/RGB

Material 316 Stainless steel+tempered glass 316 Stainless steel+Tempered glass

Application environment -20°C˜40°C -20°C˜40°C

Protection Grade IP68 IP68

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I9-7/6*2W-A		 n  I9-7/6*2W-B

Product Code I9-7/6*2W-A I9-7/6*2W-B

LED Power 6*2W 6*2W

LED Quantity 6PCS 6PCS

LED Chip Edison Edison

Beam Angle 25°/15° 25°/15°

Input Voltage DC24V DC24V

Color Single/RGB Single/RGB

Material 316 Stainless steel+tempered glass 316 Stainless steel+Tempered glass

Application environment -20°C˜40°C -20°C˜40°C

Protection Grade IP68 IP68

 n  I9-7/6*2W-A

 n  I9-7/6*2W-B

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING
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 n  I11-2/1*3W

Product Code I11-2/1*3W

LED Power 1*3W

LED Quantity 1PC

LED Chip Edison

Beam Angle 25°50°/35°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Application environment -20°C˜40°C

Protection Grade IP68

 n  25°

 n  50°/35°

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I11-5/4*2W		  n  I11-7/6*2W

Product Code I11-5/4*2W I11-7/6*2W

LED Power 4*2Wv 6*2W

LED Quantity 4PCS 6PCS

LED Chip Osram Osram

Beam Angle 45°/35°;30° 45°/35°;30°

Input Voltage DC24V DC24V

Color Single/RGB Single/RGB

Material 316 Stainless steel+tempered glass 316L stainless steel +tempered glass

Application environment -20°C˜40°C  -20°C~ 40°C

Protection Grade IP68 IP68

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I11-13/12*2W

Product Code I11-13/12*2W

LED Power 12*2Wv

LED Quantity 12PCS

LED Chip Osram

Beam Angle 25°30°45°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Application environment -20°C˜40°C

Protection Grade IP68

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  I11-19/18*2W

Product Code I11-19/18*2W

LED Power 18*2W

LED Quantity 18PCS

LED Chip Osram

Beam Angle 25°30°45°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Application environment -20°C˜40°C

Protection Grade IP68

http://www.merkur-hamburg.de


MERKUR  Underwater Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  GM-7/6*2W

Product Code GM-7/6*2W

LED Power 6*2W

LED Quantity 6PCS

LED Chip Edison

Beam Angle 25°/15°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Protection Grade IP68
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MERKUR  Underwater Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  GM-10/9*2W

Product Code GM-10/9*2W

LED Power 9*2W

LED Quantity 9PCS

LED Chip Edison

Beam Angle 25°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Protection Grade IP68

http://www.merkur-hamburg.de


MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  GM-13/12*2W

Product Code GM-13/12*2W

LED Power 12*2W

LED Quantity 12PCS

LED Chip Osram

Beam Angle 25°

Input Voltage DC24V

Color Single/RGB

Material 316 Stainless steel+tempered glass

Application environment -20°C˜40°C

Protection Grade IP68

http://www.merkur-hamburg.de


MERKUR  Underwater light

 n  TQ-P56WM-24S-2W-PA1200		  n  TQ -P56WM-24S-2W-PA2200

Product Code TQ-P56WM-24S-2W-PA1200 TQ-P56WM-24S-2W-PA2200

Power 24PCS 24PCS

LED Quantity AC12V AC12V

LED Chip 50˜60Hz 50˜60Hz

Beam Angle 2W 2W

Input Voltage Single/RGB Single/RGB

Color 140Lm/50Lm 140Lm/50Lm

Protection Grade IP68 IP68

Applications

n  15 Cycles Working Modes

n  Fixed blue

n  Fixed red

n  Fixed green

n  Fixed red/blue

n  Fixed blue/green

n  Fixed red/green

n  Fixed white

n  Cycle red-red/green-green

n  Cycle green-green/blue-blue

n  Cycle red-red/blue-blue

n  Cycle red-green-blue. The speed change goes 
      from low to quick

n  Cycle red-green-blue. The speed change is
     slower than Mode 11

n  Cycle green-red/blue-blue-red-white-blue/
     green-red/green

n  Gradual change of all colors

n  Gradual change of red-green-blue

To change the color or sequence, switch off
       the power supply(AC12V) or using a remote
       controller.Each time the light bulb is turned
       on it will begin by the 1st mode(no memory)
       The lamp will save the cycle it was doing.
       When you switch on next time,the lamp will
       start from this cycle(with memory)

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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MERKUR  Underwater light

LIGHTING

®DUPROLUX

n  TQ-P56WM-76S-15W	    n  TQ-P56WM-108S-6W

Product Code TQ-P56WM-76S-15W TQ-P56WM-108S-6W

Size Ø295x70 Ø248x57

Power 76PCS 108PCS

LED Quantity AC12V AC12V

LED Chip 50˜60Hz 50˜60Hz

Beam Angle 15W 6W

Input Voltage Single/RGB Single/RGB

Color 1300Lm 420Lm

Protection Grade IP68 IP68

Applications

n  15 Cycles Working Modes

n  Fixed blue

n  Fixed red

n  Fixed green

n  Fixed red/blue

n  Fixed blue/green

n  Fixed red/green

n  Fixed white

n  Cycle red-red/green-green

n  Cycle green-green/blue-blue

n  Cycle red-red/blue-blue

n  Cycle red-green-blue. The speed change goes 
      from low to quick

n  Cycle red-green-blue. The speed change is
     slower than Mode 11

n  Cycle green-red/blue-blue-red-white-blue/
     green-red/green

n  Gradual change of all colors

n  Gradual change of red-green-blue

To change the color or sequence, switch off
       the power supply(AC12V) or using a remote
       controller.Each time the light bulb is turned
       on it will begin by the 1st mode(no memory)
       The lamp will save the cycle it was doing.
       When you switch on next time,the lamp will
       start from this cycle(with memory)

    
www.merkur-hamburg.de
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MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  TQ-P56WM-30*1W	 n  TQ-P56WM-24*1W	 n  TQ-P56WM-18*1W	 n  TQ-P56WM-12*1W

Product Code TQ-P56WM-30*1W TQ-P56WM-24*1W

Size Ø295x70 Ø295x70

LED Quantity 30PCS 24PCS

Input Voltage AC12V AC12V

Frequency 50˜60Hz 50˜60Hz

Power 30*1W 24*1W

Color Single Single

Protection Grade IP68 IP68

LED Chip Epistar Epistar

Luminous Flux 3330lm 2500lm

Product Code TQ-P56WM-18*1W TQ-P56WM-12*1W

Size Ø295x70 Ø248x57

LED Quality 18PCS 12PCS

Input Voltage AC12V AC12V

Frequency 50˜60Hz 50˜60Hz

Power 18*1W 12*1W

Color Single/RGB Single RGB

Protection Grade IP68 IP68

LED Chip Epistar Epistar

Luminous Flux 2000lm 2000lm

http://www.merkur-hamburg.de


Applications

n  15 Cycles Working Modes

n  Fixed blue

n  Fixed red

n  Fixed green

n  Fixed red/blue

n  Fixed blue/green

n  Fixed red/green

n  Fixed white

n  Cycle red-red/green-green

n  Cycle green-green/blue-blue

n  Cycle red-red/blue-blue

n  Cycle red-green-blue. The speed change goes 
      from low to quick

n  Cycle red-green-blue. The speed change is
     slower than Mode 11

n  Cycle green-red/blue-blue-red-white-blue/
     green-red/green

n  Gradual change of all colors

n  Gradual change of red-green-blue

To change the color or sequence, switch off
       the power supply(AC12V) or using a remote
       controller.Each time the light bulb is turned
       on it will begin by the 1st mode(no memory)
       The lamp will save the cycle it was doing.
       When you switch on next time,the lamp will
       start from this cycle(with memory)

MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de
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MERKUR  Underwater light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  TQ-P56WM-30*1W	 n  TQ-P56WM-24*1W	 n  TQ-P56WM-18*1W	 n  TQ-P56WM-12*1W

Product Code TQ-P56-COB-30W TQ-P56-COB-35W TQ-P56-18*1W

Size Ф170×100mm Ф170×100mm  Ф170×100mm

LED Quantity 1PC 30W COB 1PC 35W COB 18pcs 1W High power

Input Voltage AC/DC 12V/50~60Hz AC/DC 12V/50~60Hz AC/DC 12V/50~60Hz

Working temperature -10-60°C -10-60°C -10-60°C

Power 30W 35W 18W

Color Single Single Single RGB

Protection Grade IP68 IP68 IP68

LED Chip Epistar Epistar Epistar

Luminous Flux 3000±10%lm 3300±10%lm 2000±10%lm

Lamp Body Material Al.Housing Al.Housing Al.Housing or ABS housing

Beam Angle 120° 120° 25°,30°,45°,60°

Product Code TQ-P56-18*3W TQ-P56-5730-12W TQ-P56-3528-15W

Size Ф170×100mm Ф170×100mm Ф170×100mm

LED Quality 18pcs 1W High power 24PCS SMD5730 252PCS SMD3528

Input Voltage AC/DC 12V/50~60Hz AC/DC 12V/50~60Hz AC/DC 12V/50~60Hz

-10-60°C -10-60°C -10-60°C

Power 54W 12W 15W

Color Single/RGB 3-in-1 Single RGB Single RGB

Protection Grade IP68 IP68 IP68

LED Chip Epistar Epistar Epistar

Luminous Flux 2600±10%lm 960±10%lm 1200±10%lm

Lamp Body Material Al.Housing or ABS housing Al.Housing or ABS housing Al.Housing or ABS housing

Beam Angle 25°,30°,45°,60° 120° 120°
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Model HM2-24/24*1W HM2-54/54*1W HM2-72/72*1W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 24PCS 54PCS 72PCS

Color temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Luminous Flux 1743/1611/1296 lm 3780/3505/2902 lm 4737/4373/3623 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ114mm Φ114mm Φ114mm

Light Pole flange size 4-M16×320mm 4-M16×320mm 4-M16×320mm

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  HM2-24/24*1W  n  HM2-54/54*1W  n  HM2-72/72*1
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Model HM3-24/24*1W HM3-54/54*1W HM3-72/72*1W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 24PCS 54PCS 72PCS

Color temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Luminous Flux 2399/2246/1855 lm 5206/4784/4009 lm 6504/5926/4870lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ114mm Φ114mm Φ114mm

Light Pole flange size 4-M16×320mm 4-M16×320mm 4-M16×320mm

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  HM3-24/24*1W  n  HM3-54/54*1W  n  HM3-72/72*1
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Model HM4-24/24*1W HM4-54/54*1W HM4-72/72*1W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 24PCS 54PCS 72PCS

Color temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Luminous Flux 2399/2246/1855 lm 5206/4784/4009 lm 6504/5926/4870lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ48mm Φ48mm Φ48mm

Light Pole flange size 4-M16×320mm 4-M16×320mm 4-M16×320mm

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
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n  HM4-24/24*1W  n  HM4-54/54*1W  n  HM4-72/72*1
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Model HM5-54/54*0.5W HM5-108/108*0.5W HM5-162/162*0.5W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 54PCS 108PCS 162PCS

Rated Power 32W 62W 83W

Color CW/NW/WW CW/NW/WW CW/NW/WW

Luminous Flux 1310/1205/988 lm 2568/2362/1937 lm 3457/3180/2607 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ76mm Φ76mm Φ76mm

Installation Height 3-5m 3-5m 3-5m

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
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n  HM5-54/54*0.5W  n  HM5-108/108*0.5W  n  HM5-162/162*0.5

               n  HM5-54/54*0.5W	            n  HM5-108/108*0.5W  	       n  HM5-162/162*0.5
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Model HM5-54/54*0.5W HM5-108/108*0.5W HM5-162/162*0.5W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 54PCS 108PCS 162PCS

Rated Power 32W 62W 83W

Color CW/NW/WW CW/NW/WW CW/NW/WW

Luminous Flux 1310/1205/988 lm 2568/2362/1937 lm 3457/3180/2607 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ48mm Φ48mm Φ48mm

Installation Height 3-5m 3-5m 3-5m

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  HM6-54/54*0.5W  n  HM6-108/108*0.5W  n  HM6-162/162*0.5

               n  HM6-54/54*0.5W	            n  HM6-108/108*0.5W  	       n  HM6-162/162*0.5
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Model HM7-12/12*2.2W HM7-24/24*2.2W HM7-36/36*2.2W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 12PCS 24PCS 36PCS

Rated Power 30W 58W 85W

Color Temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Efficiency 87/80/65 lm/W 90/83/68 lm/W 92/85/70 lm/W

Luminous Flux 2624/2414/1979 lm 5244/4824/3956 lm 7869/7239/5936 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ48mm Φ48mm Φ48mm

Installation Height 3-5m 3-5m 3-5m

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  HM7-12/12*2.2W  n  HM7-24/24*2.2W  n  HM7-36/36*2.2

                    n  HM7-12/12*2.2W	        n  HM7-24/24*2.2W            n  HM7-36/36*2.2W

http://www.merkur-hamburg.de


Model HM8-12/12*2.2W HM8-24/24*2.2W HM8-36/36*2.2W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 12PCS 24PCS 36PCS

Rated Power 30W 58W 85W

Color Temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Efficiency 72/66/54 lm/W 74/68/56 lm/W 76/70/57 lm/W

Luminous Flux 2158/1985/1627 lm 4316/3970/3255 lm 6475/5957/4884 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter Φ60mm Φ60mm Φ60mm

Installation Height 3-5m 3-5m 3-5m

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65

MERKUR  Garden Light

LIGHTING

®DUPROLUX     
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n  HM8-12/12*2.2W  n  HM8-24/24*2.2W  n  HM8-36/36*2.2

                    n  HM8-12/12*2.2W	        n  HM8-24/24*2.2W            n  HM8-36/36*2.2W
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MERKUR  Garden Light - Lawn Light

LIGHTING

®DUPROLUX     
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n  HM9-12/12*2.2W  n  HM9-24/24*2.2W  n  HM9-36/36*2.2

	  n  HM9-12/12*2.2W	            n  HM9-24/24*2.2W	      n  HM9-36/36*2.2

Model HM9-12/12*2.2W HM9-24/24*2.2W HM9-36/36*2.2W

Input Voltage AC100-277V AC100-277V AC100-277V

LED Quantity 12PCS 24PCS 36PCS

Rated Power 30W 58W 85W

Color Temperature 6500/4000/3000(K) 6500/4000/3000(K) 6500/4000/3000(K)

Efficiency 72/66/54 lm/W 74/68/56 lm/W 76/70/57 lm/W

Luminous Flux 2158/1985/1627 lm 4316/3970/3255 lm 6475/5957/4884 lm

Working Temperature ~35-50°C ~35-50°C ~35-50°C

Working Humidity 10-90% 10--90% 10-90%

PF >0.9 >0.9 >0.9

CRI >70 >70 >70

Installation Pipie Diameter 40x40mm 40x40mm 40x40mm

Installation Height 3-5m 3-5m 3-5m

Life >30000H >30000H >30000

Protection Grade IP65 IP65 IP65
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Product Code MM-4/3*2.2W MM-7/6*2.2W

Input Voltage AC100-277V AC100-277V

LED Quantity 3PCS 6PCS

Rated Power 9.4W 19W

LED Chip Cree or Osram Cree or Osram

Color  Single Single

Luminous Flux max. 132lm max. 355 lm

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10--90%

Life >30000H >30000H

Protection Grade IP65 IP65

MERKUR  Garden Light - Lawn Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  MM-4/3*2.2W  n  MM-7/6*2.2W

n  MM-4/3*2.2W	         				        n  MM-7/6*2.2W

http://www.merkur-hamburg.de


Product Code MM2-4/4*2.2W

Input Voltage AC100-277V

LED Quantity 4PCS

Rated Power 12.5W

LED Chip Cree or Osram 

Color  Single

Luminous Flux max. 278 lm

Working Temperature ~25-50°C

Working Humidity 10-90%

Life >30000H

Protection Grade IP65

MERKUR  Garden Light - Lawn Light

LIGHTING

®DUPROLUX     
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n  MM2-4/4*2.2W
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Product Code MM4-3/3*2.2W MM3-3/3*2.2W

Input Voltage AC100-277V AC100-277V

LED Quantity 3PCS 3PCS

Rated Power 8W 8W

LED Chip Cree or Osram Cree or Osram

Color  Single Single

Luminous Flux max. 350 lm max. 388 lm

Working Temperature ~25-50°C ~25-50°C

Working Humidity 10-90% 10--90%

Life >30000H >30000H

Protection Grade IP65 IP65

MERKUR  Garden Light - Lawn Light

LIGHTING

®DUPROLUX     
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n  MM3-3/3*2.2W  n  MM4-3/3*2.2W

n  MM3-3/3*2.2W	         				        n  MM4-3/3*2.2W
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Product Code MM5-3/3*2.2W

Input Voltage AC100-277V

LED Quantity 3PCS

Rated Power 8W

LED Chip Cree or Osram 

Color  Single

Luminous Flux max. 243 lm

Working Temperature ~25-50°C

Working Humidity 10-90%

Life >30000H

Protection Grade IP65

MERKUR  Garden Light - Lawn Light

LIGHTING

®DUPROLUX     
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n  MM5-3/3*2.2W
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Product Code G2X10WB01 G2X20WB01 G2X30WB01 G2X40WB01 G2X50WB01

Input Voltage AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

LED Quantity 1PC 1PC 1PC 1PC 1PC

Rated Power 10W 20W 30W 40W 50W

LED Chip Epistar Epistar Epistar Epistar Epistar

Color  Single/RGB Single/RGB Single/RGB Single/RGB Single/RGB

Beam Angle 120° 120° 120° 120° 120°

PF >0.95 >0.95 >0.95 >0.95 >0.95

Driver Efficiency 85% 85% 85% 85% 85%

Life 50000H 50000H 50000H 50000H 50000H

Protection Grade IP67 IP67 IP67 IP67 IP67

MERKUR  Flood Light

LIGHTING

®DUPROLUX     
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n  G2X10WB01  n  G2X20WB01  n  G2X30WB01  n  G2X40WB01  n  G2X50WB01
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Product Code G2X60WB01 G2X70WB01 G2X80WB01 G2X100WB01 G2X120WB01 G2X150WB01

Input Voltage AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

LED Quantity 1PC 1PC 1PC 1PC 1PC 1PC

Rated Power 60W 70W 80W 100W 120W 150W

LED Chip Epistar Epistar Epistar Epistar Epistar Epistar

Color  Single/RGB Single/RGB Single/RGB Single/RGB Single/RGB Single/RGB

Beam Angle 120° 120° 120° 120° 120° 120°

PF >0.95 >0.95 >0.95 >0.95 >0.95 >0.95

Driver Efficiency 85% 85% 85% 85% 85% 85%

Life 50000H 50000H 50000H 50000H 50000H 50000H

Protection Grade IP67 IP67 IP67 IP67 IP67 IP67

MERKUR  Flood Light

LIGHTING
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n  G2X60WB01  n  G2X70WB01  n  G2X80WB01  n  G2X100WB01  n  G2X120WB01 n  G2X120WB01
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Product Code G2X10WA01 G2X20WA01 G2X30WA01 G2X50WA01 G2X20WA01(Big) G2X20WA02

Input Voltage AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

LED Quantity 1PC 1PC 1PC 1PC 1PC 2PCS

LED Power 10W 20W 30W 50W 20W 50W

LED Chip Epistar Epistar Epistar Epistar Epistar Epistar

Color WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y

Beam Angle 120° 120° 120° 120° 120° 120°

PF >0.93 >0.93 >0.93 >0.93 >0.93 >0.93

Driver Efficiency 85% 85% 85% 85% 85% 85%

Life 50000H 50000H 50000H 50000H 50000H 50000H

Protection Grade IP66 IP66 IP66 IP66 IP66 IP66

CRI ≥70 ≥70 ≥70 ≥70 ≥70 ≥70

Working Temperature -40°C~+45°C -40°C~+45°C -40°C~+45°C -40°C~+45°C -40°C~+45°C -40°C~+45°C

Storage Temperature -40°C~+70°C -40°C~+70°C -40°C~+70°C -40°C~+70°C -40°C~+70°C -40°C~+70°C

MERKUR  Flood Light
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Product Code G2X10WA01 G2X20WA01 G2X30WA01 G2X20WA01(Big) G2X20WA02

Input Voltage AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

LED Quantity 1PC 1PC 1PC 1PC 2PCS

LED Power 10W 20W 30W 20W 40W

LED Chip Epistar Epistar Epistar Epistar Epistar

Color WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y WW/CW/R/G/B/Y

Beam Angle 120° 120° 120° 120° 120°

PF >0.93 >0.93 >0.93 >0.93 >0.93

Driver Efficiency 85% 85% 85% 85% 85%

Life 50000H 50000H 50000H 50000H 50000H

Protection Grade IP66 IP66 IP66 IP66 IP66

CRI ≥70 ≥70 ≥70 ≥70 ≥70

Working Temperature -20°C~+50°C -20°C~+50°C -20°C~+50°C -20°C~+50°C -20°C~+50°C

Working Humidity 0~95% 0~95% 0~95% 0~95% 0~95%

Lion Battery Info 7.4V;5.2Ah 7.4V;10.4Ah 7.4V;15.6Ah 7.4V;10.4Ah 7.4V;10.4Ah

Charging Duration 6Hrs 6Hrs 10Hrs 8Hrs 8Hrs

Discharging time 4-6Hrs 4-6Hrs 3Hrs 4-6Hrs 4-6Hrs

Re-charging times 500 times 500 times 500 times 500 times 500 times

MERKUR  Flood Light

LIGHTING
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n  G2X10WA01  n  G2X20WA01  n  G2X30WA01  n  G2X50WA01  n  G2X20WA01(Big) n  G2X20WA02
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MERKUR Industrial Lighting

n  U3-31; U3-41; U3-71

Product Code U3-31 U3-41 U3-71

Size 1000*104*135MM 1000*104*135MM 1000*104*135MM

Input Voltage AC100-277V/50-60Hz

LED Quantity 36PCS 15PCS 27PCS

Rated Power 22.7W 37W 65W

Color 3000/4000/6500(K) 3000/4000/6500(K) 3000/4000/6500(K)

Luminous Flux 1100/1298/1411 lm 2423/2995/3212 lm 4288/5230/5685 lm

PF >0.9

CRI 70

LED Chip Cree or Osram

Life >30000H

Protection Grade IP67
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MERKUR Industrial Lighting

n  U4-71; U4-101; U4-231

Product Code U3-31 U3-41 U3-71

Size 370*340*160MM 370*340*160MM 370*340*160MM

Input Voltage AC100-277V/50-60Hz

LED Quantity 24PCS 36PCS 48PCS

Rated Power 58W 86W 114W

Color 3000/4000/6500(K) 3000/4000/6500(K) 3000/4000/6500(K)

Luminous Flux 4175/5092/5535 lm 6192/7551/8208 lm 8361/10197/11084 lm

PF >0.9

CRI 70

LED Chip Philip LUXEM

Life >30000H

Protection Grade IP67
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MERKUR Industrial Lighting

n  U4-71; U4-101; U4-231
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MERKUR IP65 Downlight

				          n  EMS-4/3*1.2W      n  EMS-8/7*1.2W     n  EMS-2/1*26W
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MERKUR IP65 Downlight

Product Code EMS-4/3*1.2W EMS-8/7*1.2W EMS-2/1*26W

Size Dia.100*125mm Dia.130*135mm Dia.278*195mm

Cut out 83mm 100mm 250mm

Input Voltage AC110/AC240V

LED Quantity 3PCS 7PCS 1PC COB

Rated Power 3*1.2W 7*1.2W 26W

Beam Angle Option 24°/36° 24°/36° 75°

Luminous Flux 300 lm 700 lm 2500 lm

Material Aluminium housing+8mm tempered glass+PMMA Aluminium housing+12mm tempered glass

Driver Constant 350mA led driver Constant 700mA led driver

Protection Grade IP65 IP67

Chip CREE XP-E/XP-G Q3 93.9-100lm@350mA CREE COB XLamp CXA 2520 Q2 2500LM@700mA

LED color Option W/WW/AMBER/RED/BLUE/GREEN W/WW

Working Temperature ~35-50°C

Working Humidity 10-90%

PF >0.9

CRI >80

Body paint color matt black or matt silver grey

Life >50000H
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MERKUR IP65 Downlight

		   n  EMT-2/1*13W           n  EMT-2/1*26W-A   n  EMT-2/1*26W-B  n  EMT-2/1*39W
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MERKUR IP65 Downlight

Product Code EMT-2/1*13W EMT-2/1*26W-A EMT-2/1*26W-B EMT-2/1*39W

Size Ø90*150mm Ø150*200mm Ø180*200mm Ø180*300mm

Input Voltage AC110/AC240V

LED Quantity 1 PC COB

Rated Power 15W 28W 28W 45W

Beam Angle Option 15°/24°/36°

Luminous Flux 1290 lm 2500 lm 2500 lm 4000 lm

Material Extruded Al.+die cast lamp body+PMMA LENS+2.0W/(M.K) AL. Board+4mm tempered glass+s.s.304 plate

Driver Constant 350mA led driver

Protection Grade IP65

Chip CREE COB XLAMP CXA 1512 
K4 1290@350mA Cree COB XLamp CXA 2520 Q2 2500lm@700mA Cree COB XLamp CXA2530 T2 

4000LM@1050A

LED color Option W/WW

Working Temperature ~35-50°C

Working Humidity 10-90%

PF >0.9

CRI >80

Body paint color matt black or matt silver grey

Life >50000H
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MERKUR IP65 Downlight

		               n  EMT-4/3*1.2W 	   n  EMT-10/9*1.2W	         n  EMT-10/9*2.5W

		           n  3*1.2W 	  		   	    n  9*1.2W/2.5W
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MERKUR IP65 Downlight

Product Code EMT-4/3*1.2W EMT-10/10*1.2W EMT-10/9*2.5W

Size Ø90*150mm Ø150*180mm Ø150*150mm

Cut out 83mm 100mm 250mm

Input Voltage AC110 or AC240V

LED Quantity 3PCS 9PCS 13PCS

Rated Power 4W 12W 24W

Beam Angle Option 24°/36°

Luminous Flux 300 lm 900 lm 1530 lm

Material Extruded Al.+die cast lamp body+PMMA LENS+2.0W/(M.K) AL. Board+4mm tempered glass+s.s.304 plate

Driver Constant 350mA led driver Constant 700mA led driver

Protection Grade IP65

Chip CREE XP-E/XP-G Q3 93.9-100LM@350mA CREE XP-E/XP-G Q3 169-180LM@700mA

LED color Option W/WW/AMBER/RED/BLUE/GREEN

Working Temperature ~35-50°C

Working Humidity 10-90%

PF >0.9

CRI >80

Body paint color matt black or matt silver grey

Life >50000H
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MERKUR IP65 Downlight

n  EMTT-8/7*1.2W  n  EMTT-10/9*1.2W  n  EMTT-10/9*2.5W  

n  EMTT-2/1*13W   n  EMTT-2/1*26W     n  EMTT-2/1*39W

   n  7*1.2W	        n  9*1.2W/2.5W     n  1*13W	       n  1*26W	             n  1*39W

http://www.merkur-hamburg.de


MERKUR IP65 Downlight

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

Product Code EMTT-8/7*1.2W EMTT-10/9*1.2W/2.5W EMTT-2/1*13W EMTT-2/1*26W EMTT-2/1*39W

Size 100*100*150mm 150*150*150mm 100*100*150mm 150*150*200mm 150*150*300mm

Input Voltage AC110/AC240V

LED Quantity 7PCS 9PCS 1PC COB 1PC COB 1PC COB

Rated Power 7*1.2W 9*1.2W/9*2.5W 13W 26W 39W

Beam Angle Option 24°/36° 24 15°/24°/36° 15°/24°/36° 15°/24°/36°

Luminous Flux 700 lm 900 lm/1530 lm 1290 lm 2500 lm 4000 lm

Material Aluminium housing+3mm tempered 
glass+PMMA Aluminium housing+3mm tempered glass

Driver Constant 350mA led driver

Protection Grade IP65

Chip

LED color Option W/WW

Working Temperature ~35-50°C

Working Humidity 10-90%

PF >0.9

CRI >80

Body paint color matt black or matt silver grey

Life >50000H
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Selling Points

n  IP68 Connector underwater

n  Under Sea water or Pool water or Pond water 

n  Anti-corrosion from Sea or Pool Water:
     via 3-Layer Marine Paint

n  AC/DC 24V compatible

n  DMX compatible

n  Recessed or spot installation

MERKUR Undersea Lights

LIGHTING
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Model I8-10/9*2W I8-10/9*1W

LED Power 9*2W 9*1W

LED Quantity 9PCS 9PCS

Color Single/RGB Single/RGB

LED Chip Cree Cree

Input Voltage AC/DC24V AC/DC24V

Beam Angle  30°/60°/30°x 60° 30°/60°/30°x 60°

Life >50000Hrs >50000Hrs

Working Temperature -35°C~40°C -35°C~40°C

Lamp body and connector IP IP68 IP68

Control Mode CC/DMX512 CC/DMX512

Application under sea; under pool or under pond or under water. Max. 20m in depth of water.

 n  I8-10/9*1W    n  I8-10/9*2W
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Selling Points

n  IP68 Connector underwater

n  Under Sea water or Pool water or Pond water 

n  Anti-corrosion from Sea or Pool Water:
     via 3-Layer Marine Paint

n  AC/DC 24V compatible

n  DMX compatible

n  Recessed or spot installation

MERKUR Undersea Lights

LIGHTING
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Model I8-19/18*2W I8-19/18*1W

LED Power 18*2W 18*1W

LED Quantity 18PCS 18PCS

Color Single/RGB Single/RGB

LED Chip Cree Cree

Input Voltage AC/DC24V AC/DC24V

Beam Angle  30°/60°/30°x 60° 30°/60°/30°x 60°

Life >50000Hrs >50000Hrs

Working Temperature -35°C~40°C -35°C~40°C

Lamp body and connector IP IP68 IP68

Control Mode CC/DMX512 CC/DMX512

Application under sea; under pool or under pond or under water. Max. 20m in depth of water.

 n  I8-19/18*1W    n  I8-19/18*2W
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Selling Points

n  IP68 Connector underwater

n  Under Sea water or Pool water or Pond water 

n  Anti-corrosion from Sea or Pool Water:
     via 3-Layer Marine Paint

n  AC/DC 24V compatible

n  DMX compatible

n  Recessed or spot installation

MERKUR Undersea Lights

LIGHTING
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Model I8-37/36*2W I8-37/36*1W

LED Power 36*2W 36*1W

LED Quantity 36PCS 36PCS

Color Single/RGB Single/RGB

LED Chip Cree Cree

Input Voltage AC/DC24V AC/DC24V

Beam Angle  30°/60°/30°x 60° 30°/60°/30°x 60°

Life >50000Hrs >50000Hrs

Working Temperature -35°C~40°C -35°C~40°C

Lamp body and connector IP IP68 IP68

Control Mode CC/DMX512 CC/DMX512

Application under sea; under pool or under pond or under water. Max. 20m in depth of water.

 n  I8-37/36*1W    n  I8-37/36*2W
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Model I8-19/18*2W

LED Power 24*1W Cree

LED Quantity 24PCS

Color Single/DMX RGB

Dimension 1030X130X140mm

Input Voltage AC/DC24V

Beam Angle  10°/30°/60°/20°*65° 30°x 60°

Life >50000Hrs

Working Temperature -30°C˜˜40°C

Protection Grade IP67

Control Mode CC / DMX512

Max.loading Quantity 20 units/driver

Material Anodized Al.6063+Tempered glass

Lumen efficiency 100LM/W

CRI >=85

Packing 1PC/CTN

Rated Power 30W

 n  CM9-L1000-24*1W
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Model CM10-L568-24*1W CM10-L1000-48*1W

LED Power 24*1W Cree 48*1W Cree

LED Quantity 24PCS 48PCS

Rated Power 30W 58W

Dimension 680X150MMX140mm 1090X150MMX140mm

Packing 1PC/CTN 1PC/CTN

Input Voltage AC/DC24V

Beam Angle  10°/30°/60°/20°*65° 30°x 60°

Life >50000Hrs

Working Temperature -30°C˜˜40°C

Protection Grade IP67

Control Mode CC / DMX512

Max.loading Quantity 20 units/driver

Material Anodized Al.6063+Tempered glass

Lumen efficiency 100LM/W

CRI >=85

Application Underground

Color single/DMX RGB

Lamp Body materials Extruded aluminium alloy body+304 stainless steel trim+tempered glass cover

 n  CM10-L1000-24*1W
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MERKUR Step Light
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Model TU14-7/6*1W TU14-4/3*1W

LED Power 36*2W 36*1W

LED Quantity 6PCS SMD3535 3PCS SMD3535

Color Single Single

LED Chip Osram Osram

Input Voltage AC240/DC24V AC240/DC24V

Beam Angle  45°/35° 45°/35°

Operating Temperature -20°C-40°C -20°C-40°C

Lamp body and connector IP IP67 IP67

Material 316L Stainless steel+tempered glass 316L Stainless steel+tempered glass

 n  TU14-7/6*1W    n  TU14-4/3*1W



MERKUR  Step Light
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n  TU14-SMD-10S

n  TU14-SMD-20S

n  TU14-SMD-30S

Model TU14-SMD-10S TU14-SMD-20S TU14-SMD-40S

LED Quantity 10PCS SMD5050 20PCS SMD5050 10PCS SMD5050

Color Single/RGB Single/RGB Single/RGB

Voltage AC240/DC24V AC240/DC24V AC240/DC24V

Beam Angle 120° 120° 120°

Operating Temperature -20°C-40°C -20°C-40°C -20°C-40°C

Protection Grade IP67 IP67 IP67

Material 316L Stainless steel+tempered glass 316L Stainless steel+tempered glass 316L Stainless steel+tempered glass

http://www.merkur-hamburg.de


MERKUR  Step Light

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  TU15-SMD-15S

n  TU15-SMD-54S

n  TU15-SMD-28S

Model TU15-SMD-15S TU15-SMD-54S TU15-SMD-28S

LED Quantity 10PCS SMD5050 20PCS SMD5050 30PCS SMD5050

Color Single Single Single

Voltage AC240/DC24V AC240/DC24V AC240/DC24V

Beam Angle 120° 120° 120°

Operating Temperature -20°C-40°C -20°C-40°C -20°C-40°C

Protection Grade IP67 IP67 IP67

Material Die-casting Aluminum+tempered glass Stainless steel + tempered glass Die-casting Aluminum+tempered glass
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n  TU15-SMD-15S

n  TU15-SMD-54S

n  TU15-SMD-28S

n  TU15-SMD-28S
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Model TU14-SMD-36S TU14-SMD-30S TU14-SMD-20S TU14-SMD-18S

LED Quantity 36PCS SMD3020 30PCS SMD3020 20PCS SMD3020 18PCS SMD3020

Color Single Single Single Single

Voltage AC240V AC240V AC240V AC240V

Beam Angle 120° 120° 120° 120°

Operating Temperature -20°C-40°C -20°C-40°C -20°C-40°C -20°C-40°C

Protection Grade IP67 IP67 IP67 IP67

Material stainless steel+tempered glass Die-casting 
Aluminum+tempered glass

Die-casting 
Aluminum+tempered glass

Die-casting 
Aluminum+tempered glass
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n  TU16-2/1*3W

n  TU16-1/1*1W

Model TU16-2/1*3W TU16-2/1*1W

LED Quantity 1PC 1PC

LED Power 1*3W 1*1W

Color Single Single

Voltage DC24V/AC240V DC24V/AC240V

Beam Angle 80° 80°

Operating Temperature -20°C-40°C -20°C-40°C

Protection Grade IP67 IP67

Material Die-casting Aluminum+tempered glass  316 stainless steel+tempered glass

http://www.merkur-hamburg.de


MERKUR  High Bay

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

n  IC-60W	 n  IC-80W	 n  IC-100W	 n  IC-120W	 n  IC-150W         

Model IC-60W IC-80W IC-100W IC-120W IC-150W

System Power 65W 95W 110W 130W 165W

LED Power 60W 80W 1000W 120W 150W

LED Chip Cree

Voltage AC 90-265V 50/60Hz

Beam Angle 120°

Size(mm) DIA297*H259

Material Die-casting Aluminum Housing

Driver Meanwell

Power Factor ≥0.95

CCT 5000-6000K, optional

CRI ≥80

Protection Grade IP65

Life >50.000H

Lumen output 90Lm/W

Working Temperature -40~60°C
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n  IC-60W					     n  IC-80W

n  IC-100W					     n  IC-120W

n  IC-150W
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 n  L600x1; L1200x1;L1500x1; L1800x1

Product Code L600x1 L1200x1 L1500x1 L1800x1

Size L660*W100*H90MM L1270*W100*H90MM L1570*W100*H90MM L1828*W100*H90MM

LED tube Quantity T5/T8*1 T5/T8*1 T5/T8*1 T5/T8*1

Power 9W 18W 22W 28W

LED Type SMD3014/SMD3528 SMD3014/SMD3528 SMD3014/SMD3528 SMD3014/SMD3528

Tube Lumen 600lm 1900lm 2513lm 2950lm

Installation Ceilling/Wall Mounted Ceilling/Wall Mounted Ceilling/Wall Mounted Ceilling/Wall Mounted

Diffuser Clear PC Clear PC Clear PC Clear PC

Closing Clip PC PC PC PC

Gear Tray Iron Iron Iron Iron

Protection Grade IP65 IP65 IP65 IP65
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 n  L600x2; L1200x2; L1500x2; L1800x2

Product Code L600x2 L1200x2 L1500x2 L1800x2

Size L660*W140*H90MM L1270*W140*H90MM L1570*W140*H90MM L1828*W140*H90MM

LED tube Quantity T5/T8*2 T5/T8*2 T5/T8*2 T5/T8*2

Power 2*9W 2*18W 2*22W 2*28W

LED Type SMD3014/SMD3528 SMD3014/SMD3528 SMD3014/SMD3528 SMD3014/SMD3528

Tube Lumen 1200lm 3800lm 5026lm 5900lm

Installation Ceilling/Wall Mounted Ceilling/Wall Mounted Ceilling/Wall Mounted Ceilling/Wall Mounted

Diffuser Clear PC Clear PC Clear PC Clear PC

Closing Clip PC PC PC PC

Gear Tray Iron Iron Iron Iron

Protection Grade IP65 IP65 IP65 IP65

http://www.merkur-hamburg.de


MERKUR  Tri-Proof fixture

LIGHTING

®DUPROLUX     
www.merkur-hamburg.de

 n  L1200x4; L1200x6

Product Code 1200x4 L1200x6

Size L1324*W366*H125MM L1324*W366*H125MM

LED tube Quantity T5/T8*4 T5/T8*6

Power 4*18W 6*18W

LED Type SMD3014/SMD3528 SMD3014/SMD3528

Tube Lumen 7600lm 11400lm

Installation Ceilling/Wall Mounted Ceilling/Wall Mounted

Diffuser Clear PC Clear PC

Closing Clip stainless steel stainless steel

Gear Tray Iron Iron

Protection Grade IP65 IP65
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 n  L1200-M-55W; 1200-M-75W

Product Code 1200x4 L1200x6

Size L1271*W152*H107 L1271*W152*H107

Input Voltage AC120-277V AC120-277V

Power 55W 75W

LED Type Philip SMD Module 2pcs/single line Philip SMD Module 4pcs /double line

Driver Philip 55W Driver Philip 75W Dimming LED driver

Dimmable Non-dimmable 0-10V dimming

Lumen Output 4400lm 8800lm

Material Grey PC housing+ PC diffuser+1.0mm Al. flat base+7mm Al.heat sink plate+foam gasket+S.S.clips and
bracket+weyer UL approved PG16 cable glands

Installation Surface or suspended

Warranty 5 years 5 years

to replace traditional 2*32W T8 2*54W T5

Protection Grade IP65 IP65
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Applications

n  Video player with SD card and card reader

n  can be master controller for off-line control

n  AC220V/15W

MERKUR TTL Controller
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 n  TE60

Applications

n  LED controller with 8 ports

 n  TE1060

Applications

n  Support: on- and off-line control;

n  Port: 8 output ports, Max. loading for each
     port: 682 points

n  The controller is only controlled by single set
     without cascade connection.

n  Storage Card: With SD card storage

n  Remote control:YES

n  n  Functions:

n  Support: on- and off-line control

n  off-line timing play

n  Segment play

n  Whole brightness control

n  White balance adjustment

n  Playing speed adjustment

n  Built-in animation test program

n  RGBW lighting control

 n  TE719
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Applications

n  Master Pro controller

n  for RGB/3CH light fixture use in simple and
     easy operation

n  Input volt: 120V/240V

n  output: DMX/XLR-3(x2)ports

n  IP20

MERKUR RGB Controller

LIGHTING
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 n  Master Pro-3CH

Applications

n  LED Controller/RGB

n  Size:L300*W176* H127 mm

n  Input Voltage: 120V/240V AC

n  Output volt.:12V/24V DC

n  Output power:300W, x6 RGB port(50W/
     port)

n  with DMX512 input and output port

n  IP20

 n  CTR-RGB-BOX

Applications

n  LED Controller/RGB

n  Size:L360*W220*H68mm

n  input volt.: 120V/240V AC

n  Output volt.:12V DC

n  Output current: 3.5A/ Channels

n  Output power:144W(12V), 288W(24V)

n  with DMX 512 input and output port

n  IP20

 n  CTR-RGB-12V/24V
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Applications

n  LED Controller/RGB

n  Size:L160*W150*H58mm

n  input volt.: 120V/240V AC

n  Output volt.:120V/240V DC

n  Output power:720W (120V)/1440W(240V)

n  with DMX512 input and output port

n  Output port:4pins connector

n  IP20

MERKUR RGB Controller

LIGHTING
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 n  CTR-RGB-120/ 240V

Applications

n  LED Controller/RGB, Remote type, DMX 512
     signal available;

n  Size:L169xW174xH56mm

n  input: 12V/24V DC

n  output 12V/24V DC

n  Max 12A (2output),extral power supply is
     required.

 n  CTR-RM-LV

Applications

n  LED Controller/RGB, Remote type, DMX 512
     signal available

n  Size: L169xW174xH56mm

n  input: 120/240V AC

n  output:120V/240V DC

n  Max 6A

 n  CTR-RM-HV
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Applications

n  Signal Amplifier, DMX 512 standard signal

n  Size: L200xW89xH61

n  Voltage:120V/240V

n  One input and one Output:/3pin XLR-3

n  IP65

MERKUR Signal Amplifier
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 n  TB-12

Applications

n  Signal Amplifier, for LNT-Digital type

n  Size: L200xW89xH61

n  Voltage:120V/240V

n  One input and one Output:/5pins

n  IP65

 n  TB-13

Applications

n  DMX & DC Distributor

n  input volt.:5-24V/10m input cable

n  6pcs Outputs:24V DC/1m length output
     cable with IP68 female connector(4-pin)/
     independent DMX

n  address(sequential)

n  addressng via Master Pro-3CH

n  Max ouput current:18A

n  DMX input cable:0.5m long

 n  TB-17
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Applications

n  DMX Spliter, DMX 512 standard signal;

n  Voltage:120V/240V

n  2 Output: ports/3pin XLR-3 and two Output:
     ports/5pin XLR-5,

MERKUR DMX Spliter

LIGHTING
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 n  Spliter-B3

Applications

n  DMX Spliter, DMX 512 standard signal;

n  Voltage:120V/240V

n  4 Output: ports/3pin XLR-3 and four Output:
     ports/5pin XLR-5,

 n  Spliter-B5

Applications

n  DMX & DC Distributor

n  input volt.:5-24V/10m input cable

n  6pcs Outputs:24V DC/1m length output

     cable with IP68 female connector(4-pin)/

 n  Spliter-B7

Applications

n  DMX Spliter, DMX 512 standard signal

n  Voltage:120V/240V

n  6 Output: ports/3pin XLR-3

 n  Spliter-B9
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Applications

n  DMX Decoder,constant current type

n  Size:L147xW84X H41.3mm

n  input volt:12-36V

n  output volt:12V-36V DC

n  output current:100-900mA/TERMINAL

n  IP20

MERKUR DMX Decoder
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 n  Decoder-CC-IP20

Applications

n  DMX Decoder,constant current typeSize:

n  L147xW84X H41.3mm

n  input volt:12-36V

n  output volt.:12V-36V DC

n  output current:100-900mA/TERMINAL

n  IP65

 n  Decoder-CC-IP65

Applications

n  DMX Decoder,constant voltage type,

n  Size:L147xW84X H41.3mm

n  input volt:12-24V

n  output volt:12V-24V DC

n  output current:3A/TERMINAL(Max.)

n  IP20

 n  Decoder-CW-IP20

Applications

n  DM DMX Decoder,constant voltage type,

n  Size:L147xW84X H41.3mm

n  input volt:12-24V

n  output volt:12V-24V DC

n  output current:3A/TERMINAL(Max.)

n  IP65

 n  Decoder-CW-IP65
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Applications

n  DMX Wireless Transmitter/Receiver,

     switch by manual,

n  Size:L184xw95xH56mm

n  input volt.:9V DC

n  remote distance 100m

MERKUR DMX Wireless transmitter and receiver

LIGHTING
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 n  XM-3511

Applications

n  DMX Wireless Transmitter Receiver,

     automatically switch by signal

n  Size:D20x133mm

n  input volt:5V DC

n  remote distance 100m

 n  XM-35111Y

Applications

n  Video Conversion

n  DMX-VD converter,

n  White cover,

n  Working voltage :12V DC,

n  Signal input: XLR-3 male connector/0.45M
     HBR cable,

n  Singal output: 4 pins female connector/
     0.35M white cable.

n  Independend and DMX Mode available, Load
     170 pixels maximum, (170 Pixels*3 rgb
     =512 channels)

n  IP65

    n  CVS-LM(DMX-VD)

    DMX CONVERSION
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Applications

n  0-10V dimmable

n  Touch Panel; With Remote Controller;

n  working voltage: 90 240VAC/50 60Hz

n  output voltage: 90 240VAC/50 60Hz

n  output signal: 0-10V

n  working temperature: -20-60

n  working power consump on: < 3W

n  external dimension: L86×W86×H36 mm

n  packing size: L195×W155×H60mm

n  net weight: 154g

n  gross weight: 263g

n  remote distance: < 20 meters

n  output power: < 200W

n  0-10V output current :<15mA

MERKUR Dimmer

LIGHTING
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 n  Touch Panel 0-10V Dimmer

Applications

n  DMX Dimmer

n  offline DMX controller(with dim function)

n  control point: 1024 pixel DMX: 170 pixel

n  Gray: 16 Level—65536 Level

n  AC220V

n  SIZE: 157mm×90mm×34mm

n  Port Connector: 5Pin Terminal×2 3Pin 

     Terminal×1

n  Chapter Three:

n  SD Card Capacity: 1GB

 n  TE713
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Part No Input Voltage Output Voltage Wattage IP Grade Size(mm)

LPV-20-12 100-240V 12V/24V 20 IP65 118*35*26

LPV-20-12 100-240V 12V/24V 20 IP65 118*35*26

LPV-35-12 100-240V 12V/24V 35 IP65 148*40*30

LPV-35-24 100-240V 12V/24V 35 IP65 148*40*30

LPV-60-12 100-240V 12V/24V 60 IP65 162.5*42.5*32

LPV-60-24 100-240V 12V/24V 60 IP65 162.5*42.5*32

LPV-100-12 100-240V 12V/24V 100 IP65 190*52*37

LPV-100-24 100-240V 12V/24V 100 IP65 190*52*37

MERKUR Dimmer
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Part No Input Voltage Output Voltage Wattage IP Grade Size(mm)

PLC-30-12 100-240V 12V/24V 30 IP65 160*46*30

PLC-45-12 100-240V 12V/24V 45 IP65 181.5*62*35

PLC-60-12 100-240V 12V/24V 60 IP65 181.5*62*35

PLC-100-12 100-240V 12V/24V 100 IP65 200.5*69.5*35
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Part No Input Voltage Output Voltage Wattage IP Grade Size(mm)

NES-35-12 100-240V 12V/24V 35 IP20 99*97*36

NES-100-12 100-240V 12V/24V 100 IP20 159*97*38

NES-150-12 100-240V 12V/24V 150 IP20 199*98*38

NES-200-12 100-240V 12V/24V 200 IP20 215*115*50

NES-350-12 100-240V 12V/24V 350 IP20 215*115*50

MERKUR Dimmer

LIGHTING
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Part No Input Voltage Output Voltage Wattage IP Grade Size(mm)

SP-75-12 100-240V 12V/24V 75 IP20 179*97*33

SP-100-12 100-240V 12V/24V 100 IP20 179*97*33

SP-150-12 100-240V 12V/24V 150 IP20 199*99*50

SP-200-12 100-240V 12V/24V 200 IP20 199*99*50

SP-240-12 100-240V 12V/24V 240 IP20 199*99*50

SP-320-12 100-240V 12V/24V 320 IP20 215*115*50

SP-480-12 100-240V 12V/24V 480 IP20 278*127*43
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Part No Input Voltage Output Voltage Wattage IP Grade Size(mm)

HLG-40H-12 100-240V 12V/24V 40 IP67 171*61.5*36.8

HLG-60H-12 100-240V 12V/24V 60 IP67 171*61.5*36.8

HLG-80H-12 100-240V 12V/24V 80 IP67 195.6*61.5*38.8

HLG-100H-12 100-240V 12V/24V 100 IP67 220*68*38.8

HLG-120H-12 100-240V 12V/24V 120 IP67 220*68*38.8

HLG-150H-12 100-240V 12V/24V 150 IP67 228*68*38.8

HLG-185H-12 100-240V 12V/24V 185 IP67 228*68*38.8

HLG-240H-12 100-240V 12V/24V 240 IP67 244*68*39

HLG-320H-12 100-240V 12V/24V 320 IP67 252*90*44

MERKUR Dimmer

LIGHTING
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Afghanistan 
Liberty Corporation Co. 
64m Street, Herat City
Afghanistan 
S +937 - 99 69 44 81 

Bahrain  
Shaheen Group 
P.O.Box 405
Manama
Kingdom of Bahrain
S +973 -17 81 35 35z

Cameroon 
CALICO Sarl
BP 15566 
Douala
Cameroon
S +237- 22 43 80 44

Ghana       
Luminant Electricals
P.O. Box CT5204 
Cantonment-Accra 
Ghana
S +233 - 27 52 29 62 2

Lebanon 
Tele Project
P.O. Box 55268
Sin el Fil 
Lebanon
S +961 - 16 87 900

Oman        
Trade Links and Services Co. LLC
P.O.Box 2901
Ruwi 112
Sultanate of Oman
S +968 - 24 70 67 75

Saudi Arabia 
Ahmed Omer Bagazy Est.
P.O. Box 16367
Jeddah 21464
Saudi Arabia 
S +966 - 26 47 29 28

Sri Lanka 
Rotax Limited
332 Galle Road
Colombo 04 
Sri Lanka
S +94 - 11 55 74 07 0

United Arab Emirates 
Gilco Trading LLC
P.O. Box 4916 
Deira, Dubai
United Arab Emirates 
S +971 - 43 96 15 25

Yemen 
Al Ashwal for Elecrical Trade &  
   Agencies
Shoub Street
Sana’a
Yemen Republic 
S +967 - 12 82 43 2

Distributors

R®

MERKUR Ueberseehandel GmbH 

Headquarter Germany

Mattentwiete 5		
20457 Hamburg
Germany

S +49 - 40 32 08 27 3
X  +49 - 40 32 08 27 59
 
U mail@merkur-hamburg.de

Office United Arab Emirates
 	
Level 41, Emirates Towers
Sheikh Zayed Road
P.O. Box: 31 303
Dubai - U.A.E.

S +971 - 43 13 28 92
X +971 - 43 13 27 53

Office Hongkong
 	
Unit 1202, Level 12,  
    One Peking Building
1 Peking Road, Tsim Sha Tsui
Hongkong

S +852 - 39 80 92 25
X +852 - 39 80 92 34

C-14-01-LR
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